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Section 1  Introduction  

This document is the Industry Process Manual (IPM) for the Next Generation Access (NGA) 

service.  Its purpose is to define an industry agreed set of processes covering Deployment 

Planning, Order Handling, Fault Management and Wholesale Billin g.   

The assumed readership of this document is the Access Provider (open eir1) and Operators 

purchasing NGA service.   

This IPM should be read in conjunction with the current version of open eir

Plus Service Product Description, NGA Virtual Unbundled Access (VUA) Service Product 

Description and the open eir Service Level Agreement for the Service Delivery and Service 

Assurance of the open eir NGA Service.  The current agreed versions of all documents are 

available on the open eir website (www.openeir.ie)  

All NGA products provide generic Ethernet access between an end-

volume applications , including voice, general entertainment (including Broadcast TV), and 

high speed Internet.  

NGA products are differentiated in terms of the physical medium used to connect the end -

customer to the open eir network. These NGA products are delivered over Fibre to the Home 

(FTTH) or Fibre to the Cabinet (FTTC). Two distinct products, standalone (SA) or POTS-Based 

(PB), are available with each access medium. The NGA service is available as either 

Bitstream Plus or VUA. 

With the Bitstream Plus service, the broad band traffic from one or more NGA exchange 

areas is transported across the open eir NGN (Next Generation Network) network to the 

 

With the VUA service, the broadband traffic is not transported across the open eir NGN (Next 

Generati

associated with an NGA exchange area.  

The points of demarcation for the open eir FTTC NGA service are the NTU (Network 

-over point from open eir to the 

open eir NGN Agg Node).  For FTTH the demarcation 

 

The Operators will rent the NGA service from open eir.   

The open eir NGA Portfolio consists of the following product sets:  

                                                           

1 open eir is a trading name of eircom Limited, Registered as a Branch in Ireland Number 

907674, Incorporated in Jersey Number 116389, Branch Address: 2022 Bianconi Avenue | City 

West Business Campus | Dublin 24 | D24 HX03  

 

http://www.eircomwholesale.ie/
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 Bitstream Plus FTTC 

 Bitstream Plus FTTH  

 Bitstream Plus VEA FTTC 

 VUA FTTC 

 VUA FTTH 

NGA is not an ubiquitous service and will be rolled out on a phased basis within selected 

exchange areas. open eir provides a file (Advanced PreQual file) to participating operators 

of all premises which are pre -qualified or qualified for FTTC/FTTH NGA.   

The NGA service is designed to support multicast TV service as an over-the-top Operator 

service. The processes to support of multicast in the open eir core and access networks are 

detailed in this document.  

The Unified Gateway (UG) is the interface gateway with Operators for ordering and fault 

management system for all NGA Services. 
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Section 2  Deployment Plan and Advanced PreQual File 

2.1 Introduction  

Figure 1 Deployment Plan 
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Figure 2 Exchange Launch Process 
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In order to inform participating Operators of addresses in scope, the cabinet roll -out 

schedule and on-going installation progress , six information components will be provided:  

¶ NGA Exchange Announcement 

 Announcement of new phases of FTTX exchanges. 

 

¶ Deployment Plan  

 Summary of Exchanges, Agg nodes, approximate number of premises in 

scope and number of planned  cabinets.  

 Details of when individual exchange areas are forecast to be available  

 Forecast and Actual Ready for Order (RFO) dates  

 Indicative details of FTTC cabinets within individual exchange areas  

 Confirmation that individual NGA cabinets are landed  / energised / 

commissioned, together with an indicative forecast RFO for each cabinet 

based on average timeframes . 

 

¶ Order of Magnitude File for Expansion Routes 

 Indicative l ist of Eircode addresses, prior to detailed design stage , which are 

in scope for inclusion in the Advanced PreQual File (APQ) 

 

¶ 300k file for Expansion Routes 

 The file is available to operators who are Eircode licensed and who have 

signed a Data Access and Processing Agreement (Eircode version) 

 The file contains an indicative list of Buildings IDs and associated Eircodes, 

NGA rural 

expansion routes 

 

¶ Q  

 A per Operator file confirming the available premises where Orders can be 

issued 

 

¶  

 A per Operator file showing the delta between the standard Prequal and 

enhanced Prequal HSI and NRA profiles supported.  

 

The above figures are  schematics of the timing of events from the point of rollout 

announcement of individual exchanges , to the point where an Operator can place an access 

Order on UG. 
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2.2 NGA Exchange Announcement 

The NGA Exchange Announcement data is  provided approximat ely 6 months in advance of 

Orders. This is a summary of the next phase of rollout and indicates the exchanges in scope.  

 

2.3 NGA Deployment Plan  

The NGA Deployment Plan provides operators with a view of the forecast and the actual 

scope and roll out schedule for NGA exchanges and details of cabinets within an exchange . 

The NGA Deployment Plan will be issued regularly with updated data  as the design and the 

rollout of NGA progresses. 

 

2.4 Order of Magni tude File 

le for expansion routes provides operators with an indicative 

view of the list of premises per exchange which are in scope for inclusion in  

detailed design . The APQ file contains the addresses which pre-qualify for NGA following the 

build phase. The file is produced prior to the detailed design phase and is normally made 

available on the Private Content section of the open eir website, three or more months in 

advance of the first expansion route premises going live for that exchange.  The Order of 

Magnitude file will be reissued with supplementary addresses as more exchanges progress 

to the detailed design phase.  

 

1. EXCHANGE:     The copper exchange (based on exchange boundary)  

2. POSTCODE:             Eircode postcode 

 

 

2.5 Advanced PreQual File 

The Advanced PreQual (APQ) File contains the addresses of all lines that are expected to 

pass on pre-qual for an Operator and is provided 28 calendar days in advance of the first 

date for access Orders. All premises (residential and business) included in the file are served 

from a technically ready NGA cabinet and the Cabinet RFO (Ready For Order) date in the 

file is the first date from which an Operator can submit an end-user Order via the UG. The 

Advanced PreQual file is available as the Advanced_PreQual_YYYYMMDD.csv file (case 

sensitive) in the /common/uginfo folder on the Hub.  

 

If an address can receive both FTTC and FTTH, it will have two entries in the APQ file. The 

FIBRE_TYPE field will indicate what option is available. 
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1. ARD_ID:             Address Reference 

2. FIBRE_TYPE:          Indicates which Fibre type (FTTC or FTTH) is available. 

3. RFO_DATE:          Future Date Cabinet Ready to Take Orders (field is blank if   

the RFO date is in the past) 

4. NGA_EXCHANGE:  Name of Exchange Site serving the cabinet for NGA 

broadband services.  

5. COPPER_EXCHANGE:  Name of Exchange Site serving the cabinet for Copper 

services.  

6. CABINET_NUMBER:  Cabinet Number In Exchange Area 

7. MAX_HIGH_SPEED:  Max High Speed Profile 

8. MAX_HIGH_STABILITY:  Max High Stability Profile  

9. UNIT_NO:           Used for Unit Number in Industrial Estate/Apartment Blocks  

10. UNIT_NAME:    Used for Unit Name in Industrial Estate/Apartment Blocks  

11. BUILDING_NO:        Used for Building Number in Housing Estates/Streets 

12. BUILDING_NAME:      Used for Building Name in Housing Estates/Streets 

13. LOCATION:          Postal Address Details  

14. POSTAL_DISTRICT:    Postal District e.g. Dublin 16.  

15. POSTAL_CODE:      (Blank  For Future Use) 

16. COUNTY:            County  

17. X_REF:              X Co-ordinate of Address (Blank  For Future Use) 

18. Y_REF:              Y Co-ordinate of Address (Blank  For Future Use) 

 

The full specification of this file is outlined in Appendix 1  . 

  

 

RFO Date indicates the date from which orders can be placed for that address. 

MAX High Speed will indicate the maximum available profile for a rate adaptive high speed 

internet (HSI) profile.  Similarly MAX High Stability  will indicate the maximum available 

stable or non-rate adaptive (NRA) profile.  

This file will initially be placed on the UG Indus try Hub for participating Operators.  

The file will be available weekly. 

This single file will be the definitive list of addresses available for NGA services. The file will 

grow as additional cabinets are rolled out.  
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2.5.1 Temporary Port Shortage  

The RFO date for FTTC or for FTTH premises with a temporary port shortage will be reset to 

31/12/2099. This date will appear in the APQ file and will also be returned for QB orders. New 

provision orders will not be accepted but change, cease and migration orders and faul t 

reports will still be permitted. When ports become available the RFO date will be reset and 

provisioning can continue as normal.  

2.6 Delta PreQual File (Bitstream Profile s file)  

The expected maximum bandwidth profiles for each in  situ line is initially estim ated based on 

the existing PreQual line tests and are provided in the Advanced PreQual File. These 

maximum profiles can then be checked and updated as required with enhanced post -

delivery measurements. The enhanced figures are based on the VDSL Synch tests following 

installation and require the customer modem to be connected and powered up. The Delta 

Prequal f

customer lines, between the maximum bandwidth Profiles supported based on pre -delivery 

tests and the subsequent enhanced post -delivery figures 2. The Delta File is expected to be 

provided on the Industry Hub on a weekly basis and is available separately for each 

operator. The Delta Prequal File is available as the Bitstream_Profile s_<OAO Code>.csv 

(case sensitive) file in the ug\ info folder on the Hub.  

1) Exchange Name 

2) Exchange Code 

3) STD code / 888x part of Circuit Reference Number (CRN) 

4) Phone Number / second part of CRN 

5)  Node Short Name (Broadband Node Code) 

6) Bitstream ID 

7) dB loss 

8)  Current  Profile 

9) Max High Speed Profile 

10) Max Stable Profile  

11) Tested Date 

12) Product Name 

13) Product Type 

14) Super Vectoring Max High Speed Profile3 

15) Super Vectoring Max High Stability Profile 3  

                                                           

2 Note that the delta is between the last provisioned profile (e.g. after a Change Profile Order) and the 

current maximum bandwidth profiles.  

3 Fields for Super Vectoring Profiles (VDSL 35b) expected to be included during 2018 
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Section 3  Unified Gateway and Order Type Definitions  

 

This section provides an overview of the Unified Gateway and the order types relevant to 

NGA Bitstream Plus and VUA.   

The following is covered under this section:  

 Overview of Unified Gateway (UG)  

 Management of User Administration Rights on UG 

 Objectives of the order handling process  

 Main NGA Order types & descriptions  

 Order Statuses 

 CSID 

 

3.1 Overview of Unified Gateway (UG) for NGA  

The Unified Gateway is open eir  interface gateway with Operators for provisioning and 

fault management. The UG is enhanced to support NGA.  

 

Operators can access the UG via the following three options:  

 

1. Web GUI (Graphical User Interface): Operator processes orders via the on line web GU I 

interface and receive all order status notifications via the Order Tracking Screens on the 

Web GUI. 

2. FTP (File transfer protocol) (Transfer Syntax is XML File Format): Operator sends in all 

orders via FTP and receives all order status notifications via sa me channel.  Files are 

delivered to an external server address, and are subsequently available for collection by 

the Operator.  

3. Web-Services functionality is available for Bitstream Plus / VUA Order types.  

 

3.2 Management of User Administration Rights  

The UG allows Operators to provide their UG users variable configurable options within each 

NGA order type e.g. provide / cease / upgrade & downgrade/ faults etc.  The functionality is 

fully configurable and managed directly by each Operator.   

em administrator can give each user access to particular order types 

within the Bitstream Plus and VUA product set.  The Operator creates User Roles to which the 

Order Types are assigned and then assigns these Roles to the individual user. For example 

one user will have access to NGA provides only and the other user will have access to 

provide, ceases and faults.   



NGA Industry Process Manual  

20/05/2018  Final Version 13 18 

users and user groups.  This management is enabled via the UG Admin GUI.   

3.2.1 Agency Access 

the Operator.  This functionality gives the resellers an individual view of their own orders, 

while the Operator retains a view of all orders placed by themselves or their agent on the 

UG. 

The following level of access will apply for Agency/Operator access:  

 Agency Access: 

 The Operator will assign an Agent to a User-Group.  There will be one User 

Profile for Order Entry and Release.  

 Operator Agents will have access to order processing only.  Please see note 

below regarding faults.  

 

system administrator, an Agent user can be given access to particular order 

ty

system administrator.  For example one Agent user may have access to 

Bitstream Plus and VUA provides only and the other agent user will have 

access to provides and ceases etc.   

 The Operat -Qual as the Operator.   

 

all order types where appropriate.   

 A single Agent may have multiple users.   

 Where an Agent has multiple users, each user will have access to all Agency 

orders.  The User-Group is used to restrict access to data appropriate to the 

User-Group only.   

 The Agent code will be displayed on the UG GUI screens.   

 The Agent Code will be (up to) an eight digit alphanumeric code.   

Note: The Operator should not give Agents access to Fault Handling as only the Operator 

should submit faults to open eir as per agreed fault handling processes outlined in Section 11  

 Operator access:  

 The parent Operator will have access to all Orders created by their Agents.   

 It is the responsibility of the Operator to manage its Agents.   

 The Operator will have the facility to create their own Applica tion Users.   

 The Operator will have the ability to assign a new user to the User Group, 

where appropriate via their system administrator.   
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 The Operator administrator will have full responsibility for the management 

of their users and User-Groups via the UG Admin GUI.   

3.3 Overview of the Order Handling Process  

The order handling process for NGA orders can be summarised in the following steps:  

 To outline and gather the mandatory information required to complete the order  

 To validate and accept a correctly de tailed order from an Operator  

 To complete the order which has been validated, providing the operational 

/provisioning team with the appropriate information to allow completion to take 

place 

 To indicate to an Operator the status of the order  

3.4 Order Informati on Requirements 

Detailed specification of the information required on placing an order and the information 

supplied on completion is defined in the UG Data Contract and should be read in 

conjunction with this Industry Process Manual.  

This section is to describe the generic order information required to place the majority of 

NGA orders on the UG. 

 Operator unique code  

 Access Provider (includes open eir or SB-WLR Access Provider) universal account 

number  

 Telephone number (including STD code) / Circuit Reference Number (CRN)  

 Action = Order Type  

 Product (selected from Product List)  

 NGA NTU Details (e.g. previously installed)  

 Status of line (e.g. Insitu for NGA) 

 Appointment Options ( Earliest, Earliest AM/ Earliest PM, AD (all day), Date )  

 Contact Details: customer contact details (i.e. phone number etc.).  As part of 

the some UG processes the open eir technician will need end user co-operation 

for testing of the NGA service and therefore, these end user contact details must 

be accurate.  If  possible a mobile number for the end customer should be 

included.  

 -generated by UG  

 Each Operator is responsible for the capture and submittal of accurate and 

complete orders on behalf of their end users .  In the event that an Operator 

order is deemed not to meet order acceptance requirements for reasons outlined 

in the sections related to order acceptance, the order will be rejected 
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automati cally. Following a rejection,  the Operator will make any necessa ry 

changes, and submit a new order to the UG.  

 

3.5 UG Order Types 

The UG Data Contract is the master reference for NGA Order types. However a useful list of 

the main Order types and indicative UG response times is provided in Table 1 below. The 

response times are based on Order completion without manual intervention, in periods of 

normal operation and normal demand, and are indicative only.  

  



NGA Industry Process Manual  

20/05/2018  Final Version 13 21 

Order 

Code 

Order Type Description  UG Access 

supported  

Typical  Response 

Times 

BA Book Appointment GFW <20 Seconds 

CA Co-ordinated appointment  GFW <20 Seconds 

CEN  Cease NGA  GFW <20 Seconds 

CHN Change NGA  GFW 20  30 Seconds 

CNP Cease NGA POTS based GFW <20 Seconds 

CO Cancel Order/Request/Fault  GFW <5 Seconds 

CPN Change Profile for NGA  GFW 20  30 Seconds 

FDC Fault on Data Circuit  G <20 Seconds 

FNC Fault on NGA fibre to the cabinet  GW <20 Seconds 

FNH Fault on NGA fibre to the home GW <20 Seconds 

LE Line Enquiry GFW 20  30 Seconds 

LLC Telephone Line Characteristics  GW Up to 1 Minute 

LNB Provide new lines and NGA (Non-insitu)  GFW 20  30 Seconds 

LNI Provide new Lines on a new Account (In-Situ)  GFW 20  30 Seconds 

MNA Move NGA Address GFW 20  40 Seconds 

MWB Move WLR with optional Broadband  GFW 20  40 Seconds 

NLE NGA Line Enquiry GFW 20  30 Seconds 

PDC Provide Data Circuit   G 20  30 Seconds 

PNN Provide NGA New  GFW 20  40 Seconds 

PNO Provide NGA from Other  GFW 20  40 Seconds 

PNW Provide NGA from WLR/Bitstream  GFW 20  40 Seconds 

PPN Provide POTS based NGA  GFW 20  40 Seconds 

PWN Provide WLR from NGA  GFW 20  40 Seconds 

PWU Provide WLR from ULMP GFW 20  40 Seconds 

QA Query Account/Telephone No GW < 15 Seconds 

QB Pre-qual  (Query Bitstream) NGA & Bitstream GFW < 10  Seconds 

QND Query NGA Details  GFW < 20 Seconds 

RA Reschedule appointment GFW < 20 Seconds 

RN Reset NGA Line  GFW 20  30 Seconds 

TLC Telephone Line Characteristics  GW Up to 1 Minute 

TLH Test History for NGA Line  GW <10 Seconds 

TLN Test Line NGA  GW Up to 2 Minutes 

TPN Test Performance for NGA  GW <10 Seconds 

TSH Test Synchronization History GW <10 Seconds 

TSN Test Synchronisation for NGA  GW <10 Seconds 

Table 1 Main NGA Order Types 
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3.6 UG Definitions 

3.6.1 Definition of End user 

 

3.6.2 Definition of Universal Account Number (UAN) 

A Universal Account Number r at a 

particular installation address. The UAN is associated with one customer and each customer 

may have one or more lines account number at the same installation address. Each UAN can 

be associated with multiple instances and mixes of all NGA variants  Bitstream Plus / VUA 

and Standalone / POTS Based.  A UAN may also have a mix of CGA and NGA products. 

3.6.3 Order Status Definition  

The order status is used as an indicator to reflect the current  stage of the process.  Each 

status can be viewed from the NGA Ordering Tracking screens on the UG; please refer to the 

UG Data Contract for further detail s see Section 3.7.  

3.6.4 NGA Order Tracking 

The NGA Order Tracking facility on the Web GUI allows the Operator to search or track 

orders.  The Operator can search by ea ch order type displayed in the drop down list menu 

on the GUI.   

There are 3 methods of order tracking:  

 NGA Order Tracking (all order types  submitted by the Operator ) 

 Pending loss notification (transfer orders types only)  

 Loss notifications  

 

3.7 List of order statuses 

An Order can have one of a number of possible status types; these are as follows (in 

alphabetical order):  

 Accepted 

 Awaiting Delivery  

 Awaiting Validation  

 Cancel Requested 

 Cancelled  

 Completed  

 Delivered 
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 In Progress 

 Recorded 

 Rejected 

 Undeliverable 

 Reschedule Request 

 Reschedule Indicated 

 Reschedule Pending 

3.7.1.1 Accepted  Order Status Explanation  

This means the Order has been accepted by open eir, the operator has submitted an Order 

which contains all the required data within the mandatory fields.  

3.7.1.2 Awaiting Delivery  Order Status Explanation 

An Order has been issued by the UG and is in the process of execution. 

3.7.1.3 Awaiting Validation  Order Status Explanation 

An Order  has been issued by the UG, but internal system and processes are being validated 

to ensure flow through.  

3.7.1.4 Cancel Requested  Order Status Explanation  

The operator has submitted a Cancel Order/Request/Fault  Order which is not yet been 

actioned by the UG.  

3.7.1.5 Cancelled  Order Status Explanation  

An operator has requested that an Order  is to be cancelled;  this can only be implemented 

prior to the Order reaching delivered status.  

3.7.1.6 Completed  Order Status Explanation  

The Order status is updated to completed when all tasks relating to the Order are finished 

and the billing commences against the acco unt / telephone number.   

3.7.1.7 Delivered  Order Status Explanation 

The Order status is updated to delivered when the work at the local exchange has been 

carried out, the Order is basically completed only the billing triggers are left to be 

implemented. 
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3.7.1.8 In Progress  Order Status Explanation  

An Order has been issued by the UG and is in the process of execution. 

3.7.1.9 Recorded  Order Status Explanation (Internal UG status only)  

An operator enters an Order into the UG and automatically this Order has a status of 

recorded but has not yet been accepted or rejected by the UG.  

3.7.1.10 Rejected  Order Status Explanation 

An Order is rejected when it is not accepted by the UG due to a validation failing on the 

Order, i.e. there is missing data on the Order. 

3.7.1.11 Undeliverable  Order Status Explanation 

An Order obtains the undeliverable status when the Order cannot be delivered, however it 

was not rejected.   

3.7.1.12 Reschedule Pending  Order Status Explanation 

An Order will obtain a status of reschedule pending when for certain reasons a provisioning 

appointment  has been missed and open eir is attempting to organise a new appointment 

time with the end customer. This status will only be used for orders associated with 

Operators who have opted into Enhanced Provisioning.  

 

 

3.8 Order  Handling Conta cts 

Order handling contacts will be re -verified by all Operators on initial service establishment.  

Updates and changes to contacts will be managed on an ad -hoc basis.   

All Orders should be submitted via the UG. In the event that manual intervention is re quired, 

there is a single point of contact for Order handling issues for all Operators .  

3.8.1 Standard Contacts  

 open eir Freefone phone number, 1800 656 656 (Option 3)  

 The Open eir Customer Care Centre  (oeCCC) is open for Order Validation 

issues from 9:00 to 17:00 Monday to Friday excluding bank holidays   

 oeCCC e-mail ad dress for Order validation issues  (customercare@openeir.ie) 

 oeCCC e-mail address for Provisioning progress issues 

(smescalations@openeir.ie)  

 oeCCC contact form (www.openeir.ie/contactcustomercare/ )  

mailto:customercare@openeir.ie
mailto:smescalations@openeir.ie
http://www.openeir.ie/contactcustomercare/
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3.8.2 Escalation Contacts  

 Office and Mobile phone numbers for NGA level 1 (Service Managers) and level 2 

(Head of Service Management) contacts.    

 e-mail addresses for NGA level 1 and level 2 contacts 

 

3.9 Order  Management escalation procedures  

The escalation of an Order process may occur at two levels:  

 If the target time for an a ction has elapsed without the action being completed, the 

appropriate Level 1 contact shall be notified and the appropriate steps shall be 

taken. 

 In the event that the Order  has still not progressed as expected, and no evidence of 

progress exists, the second level of contact shall be used to agree appropriate steps 

to be taken. 

 

3.10 UG Web Services Statistic Report  

 

A comprehensive, Operator specific, UG statistic report is available on the UG Hub. 

Filename: WS_Stats_Report_yyyymmdd.csv.  

Contained in this repo

performance metric on an hourly basis. Operators are also provided with statistics as to how 

their performance compares with the performance of the UG across all Operators.  

The UG statistic report measures all order types that are using Web services to access the 

UG such as Provide Orders, Cease Orders, Change orders, Query Orders and Faults.  

The UG statistic reports provide Operators with the capability to monitor and analyse the 

performance of the UG. open eir will provide additional reports when and if the SLA has 

failed.  

  



NGA Industry Process Manual  

20/05/2018  Final Version 13 26 

Section 4  Enquiry (Information) Orders 

 

4.1 ARD ID Information 

 

Each address on the open eir Network is catalogued with a unique copper Address 

Reference Database identification key (ARD ID). An address may also be indexed for FTTH in 

which case it may either share the copper ARD ID or have a separate ARD ID in the FTTH 

database .  

The ARD ID or Eircode is required for determining whether or not an address can avail of 

NGA services. The ARD ID is made available to Operators through a number of channels  

1). Advance Pre-Qual File  The ARD ID is presented with every address on the Advance 

PreQual file 

2). ARD ID File (Address File)  Every ARD ID and Address on the network is provided to 

Operators via the Unified Gateway Hub  on a daily basis . (ADDRESS_LIST_YYYYMMDD.ctl / 

ADDRESS_LIST_NDA_YYYYMMDD.ctl for those who have signed the NDA /  

ADDRESS_LIST_EIRCODE_YYYYMMDD.ctl) Eircode data will only be included in the ARD ID 

file (Address File) for Operators who have signed the NDA and are Eircode licensed. 

open eir. 

4). Masked_CLI file   ARD IDs are presented against copper and fibre indexations in the 

network 

 

4.1.1 ARD ID Generator 

 

In the situation where an Operator is providing an Non-insitu NGA service at  a new address 

and an  ARD ID is not available  then the ARD ID Generator which is available through the 

NLE/ LE order, can be used to request the generation of a new ARD ID.  This order will result 

in the ARD ID being manually indexed to a DP to allow a prequal value to be generated to 

facilitate NGA prequal.  The Eircode should always be submitted by the Operator wh en a 

new ARD ID is requested. 

 

The option to request the ARD ID Generator functionality  will only  be available through  the 

LE / NLE orders, where the completion of the LE / NLE order did not include an ARD ID. 
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4.1.2 Use of Eircodes 

 

Open eir has implemented the  use of Eircodes to facilitate FTTH in the Expansion Route 

areas. delivery addresses or ARDIDs (Address 

Reference Database ID). The new FTTH network is built as an independent network which is 

recorded against addresses and assigned new separate ARDIDs. Thus a premises may have 

two ARDIDs, one with copper information and a second with fibre information. For some 

premises, the two ARDIDs will be merged automatically and the original copper ARDID will 

contain both the copper and the fibre indexations information . For other premises, 

especially for premises which have non -unique addresses, the ARDIDs remain independent 

until they are linked an d merged. 

  

Thus the use of Eircodes should not be used as a replacement for either the information 

orders by CLI/ ARDID or for the existing address search options.  

 

Operators can optionally query and place provisioning orders by  Eircode, provided that th e 

Eircode has been indexed to either an ARD ID for the copper network, the fibre network or 

both . A QB order submitted using an Eircode which only returns FTTH information, indicates 

that the Eircode has not been matched to an ARD ID for the copper network. Operators can 

facilitate the matching of ARD IDs to Eircodes in two ways:  

¶ by submitting a QB order with both a telephone number and its Eircode  

o This will return the pre-qual results by CLI and also the pre-qual results by 

Eircode 

by  submitting a file of matched addresses  . 

The QB order will return an indicator (EIRCODE_EXISTS) when the ARD ID is associated with 

an Eircode. Over time it is expected that the address ARD IDs for FTTH will gradually be 

based on the existing copper ARD ID which has been matched to an Eircode.  

 

Match  To Confidence in match  

Tel no Eircode ¶ Fully verified  

¶ Customer input  

¶ Or Possible/Probable match  
ARDID Eircode 

Table 2. File of Operator submitted Matched Addresses 

Note: An Eircode should always be presented in upper case as three characters, a space and 

four characters e.g. A65 F4E2 
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Automatic Address Merging 

A combined QB order by Eircode and telephone number may result in an ARDID with an 

Eircode and fibre indexation , being automatically merged with an ARDID for a telephone 

number.  

 

Manual (Forced) Address Merging  

On other occasions the addresses in a QB order by Eircode and telephone number may not 

be sufficiently similar to merge aut omatically. There is an 

oeCCC website4 which can be used by operators to request a manual merge of an Eircode 

with a telephone number. Please note that such requests must be submitted on the same 

day as an associated QB order or provisioning order.  

 

De-merging of Incorrectly Merged Eircodes  

An Operator may identify a Telephone number which is incorrectly matched to an Eircode :  

¶ At the point of sale e.g. Forced Address Merge rejection 

¶ When a provisioning order fails in the field due to incorrect Eircode.  

o Open eir will de-merge the incorrect Eircode and  send a Wholesale Order 

Query Status Notification to the Operator indicating that the order needs to 

be cancelled and resubmitted with the corre ct Eircode information.  

o Provided that the order has been cancelled  by close of business, then a new 

order can be placed  on a following day when the Operator has merged the 

correct Eircode with the Telephone number (using the Automatic or the 

Manual (Forced) Merging Processes).  

 

In order to minimise failed provision s, operators should verify the Eircode prior to 

placing a n FTTH provisioning order.  

Requests to de-merge an incorrect Eircode ARDID/Tel Number, should be submitted via the 

oeCCC website 4 with details of the telephone number, the address, the incorrect Eircode 

and the correct Eircode.  

 

                                                           

4 www.openeir.ie/contactcustomercare/   

http://www.openeir.ie/contactcustomercare/
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4.2 Line Enquiries 

 

The NGA Line Enquiry (NLE) Order will return the availability of copper infrastructure for 

NGA. An FTTH Drop Length Indicator 5 and the avaialabilty of FTTH infrastructure 6 may also 

be returned for premises which qualify for FTTH (see Appendix 2  for details) .   

 

The NLE order will provide NGA specific information to allow an Operator to progress an 

NGA Order. 

The NLE will determine if an NGA in-situ line is available. The in-situ line will either b e in-situ 

for a POTS Based NGA service or a Standalone NGA service, but will not be in-situ for both.  

The NLE will also indicate whether or not an NGA NTU was previously installed at the address 

however Operators should still confirm with their end -user that the NGA NTU is still in place 

 

Step 4.22.1  - Determine ARD ID or Eircode for the premises 

Step 4.2.2 - Submit (NLE Order Type)  if ARD ID utilised then Order is processed 

automatically.  

Step 4.2.3 - The NLE Completion Notification returns:  

ACTIVE_PATHS_QTY_NTU 

ACTIVE_PATHS_QTY_NO_NTU 

SPARE_PATHS_QTY_NTU 

SPARE_PATHS_QTY_NO_NTU 

ACTIVE_FTH_PATHS_QTY6  Active Paths 

SPARE_FTH_PATHS_QTY  Insitu Paths 

SPARE_FTH_PATHS_QTY_ONT  Paths with ONT 

SPARE_FTH_PATHS_QTY_ONT_ON  Paths with ONT switched on. 

Eircode (where available ) 

FTH_DROP_LENGTH IND (where available)  

 

-An NLE by Eircode will be rejected if the Eircode is not indexed to the copper 

network  

                                                           

5 The FTTH Distance Indicators provided via an NLE order or the Masked_CLI file are generally but not 

exclusively a sub-set of the premises / Eircodes in the standalone FTTH and Distance file.  It is 

anticipated that standalone files of FTTH Distance Indicators for premises will be provided quarterly to 

Eircode licensed operators.  

6 Expected to be available with the  April 2018 relase.  
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4.3 Query Account  

 

Step 4.3.1  - Determine UAN and optionally CLI/CRN  

Step 4.3.2 - Submit (QA Order Type) 

Step 4.3.3 - The QA Completion Notification returns:  

- CLI Details 

- Line Type including FTTH or FTTC 

- Product Type FTC, FTH, IP, VC, BEA.  

- PreQual information if the Operator specifies an NGA Order type  

 

4.4 PreQual  

 

Step 4.4.1  - Determine CLI, CRN, LI, ARD ID or Eircode 

Step 4.4.2 - Submit (QB Order Type).  More information on PreQual is available in  

Appendix 1  Pre-qualification  

- Option of submitting a QB Order with both (single line) CLI/CRN and 

Eircode. This facilitates automatic or manual matching of the copper 

network to Eircodes and merging of ARD IDs for copper and for fibre . Where 

this results in a new automatic merging of the copper ARD to the fibre ARD, 

the Operator will then be able to submit a provisioning  order for either FTTC 

or FTTH, based on the CLI, CRN, (copper) ARD ID or Eircode. If the Eircode is 

not matched to cop per, then FTTH orders must use the Eircode or the ARD ID 

for fibre.  

Step 4.4.3 - The QB Completion Notification returns:  

- PreQual Result 

- All Products Types available to that Operator  (including separate 

profiles  for NRA and for HSI) 

- Multicast Availabi lity Flag  

- Eircode_Exists Flag 

 

4.5 Circuit Reference Number  

 

The introduction of a Standalone variant requires a new circuit reference number to be 

introduced for Bitstream and VUA Standalone products. Previously, Bitstream products 
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utilised the telephone number (CLI) as the reference number for ordering as an underlying 

telephone service was expected to be in place. A new Circuit Reference Number is utilised in 

the Standalone environment and will have the same format as a telephone n umber e.g. STD 

and TELNUM. However, the STD will always be 88XX where XX is numeric. The XX will indicate 

the type of product e.g. 81= FTTC, 82= FTTH etc.  The TELNUM will be in exactly the same 

format as per the CLI variant e.g. YYYY YYYY where Y is numeric. This structure allows 

existing Order processes such as PreQual to continue as normal whilst at the same time the 

88XX format will indicate to Operators that the underlying product is a Standalone variant.  
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Section 5  Appointments and NTU Installation 

5.1 Initial Provisioning Appointments  

The process for arranging appointments is Operator driven. Order Types for provisioning of 

services that require site visits by open eir technicians will facilitate selection of the 

appointment as part of order submission. The purpos e of this section is to give an overview 

of the methodology for selecting appointments. Additional details are provided as necessary 

in each of the order types where appointments are required.  

There is a range of options available when selecting an Appoin tment at order submission - 

such as selecting Earliest, Earliest AM /  PM / AD (All Day), Earliest Date.  

Specific AM (8:30 to 13:30), Specific PM (12:30 to 17:00) and Specific All Day  appointments 

are available for Reschedule Appointment ( section 5.3 below). The full range of options is 

detailed in Appendix O of the Unified Gateway Data Contract. Note that optional 

appointments returned in an acceptance notification are not held when an NGA Order is 

submitted.  

Certain provisioning orders such as non -insitu FTTH and non-insitu FTTC may require an All 

Day appointment; if an operator selects an AM or a PM appointment this will be changed to 

an All Day appointment in the acceptance notification.  The appointment acceptance will 

Appointment_Slot: AD and Appointment_Type: AP Exchange Home All Day. 

 

 

 

Step 5.1.1  - Select appropriate Provisioning Order for Service required.  

Step 5.1.2 - Complete the details in the format required as appropriate in the 

(Provisioning Order Type) 

- Include desired date in <Required_Date>  

- Include E-AM in <Required_Schedule> 

Step 5.1.3 - The Provisioning Order Acceptance Notification returns:  

- the desired Appointment OR 

- If the desired appointment is n ot available then the closest AM available 

appointments after the desired appointment is assigned and a range of AM 

appointments that are available are also included.  
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5.2 Premium Appointments7 

 

Premium Appointments will allow operators to select a provisionin g appointment on a 

Saturday or an evening (Workdays).  

 

The Orders in scope will allow operators who have opted -in to Premium Appointments to 

include a Required Option as part of the appointment detail. In the event an Operator has a 

Premium Appointment on an order and they wish to reschedule they are free to select any 

available appointment (i.e. Standard or Premium)  

 

Required Option:  

Å S : Standard (Evening and Saturdays not included)  

Å I EV : Include Evenings with standard option  

Å I-SAT : Include Saturdays wit h standard option  

Å I-EV-SAT: Include Evenings and Saturdays with standard option  

Å P EV : Prefer Evenings 

Å P-SAT : Prefer Saturdays  

 

Evening appointments are seasonal and will only be available between April and September 

inclusive due to health and safety concerns and hours of daylight.  

There will be a charge for Premium Appointments as per the published price list.  An 

Operator missed appointment charge will apply in the event the Customer misses the 

appointment.  

Premium Appointments are only available on  appointment based provisioning orders 

ordered via the UG.  

 

 Saturday Appointments  Evening Appointments 

Operational 

dates 

All Year  -  except for 

Christmas / Easter  

Daylight saving time (April to September 

inclusive) 

Operational 

hours 

09:00 to 17:00 Workdays 17:00 to 20:00  

 

For Operators who have opted in for Premium Appointment additional options available are 

Saturday (9:00 to 17:00) and Evening (17:00 to 20:00 Workdays). 

                                                           

7 Expected to be supported from May 2018 
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There is a range of options available when selecting an Appointment at orde r submission - 

such as selecting Earliest, Earliest AM/PM/All Day, Earliest Date. Specific AM (9:00 to 13:00), 

Specific PM (12:30 to 17:00) and Specific All Day (9:00 to 17:00), Saturday (9:00 to 17:00) and 

Evening (17:00 to 20:00 Workdays). 

 

Appointments are available for rescheduling by submitting a Reschedule Appointment (RA 

Order) via the UG. The full range of options is detailed in Appendix O of the Unified Gateway 

Data Contract.  

 

5.3 Rescheduling Provisioning Appointments 

If an Operator has selected to u se the Enhanced Provisioning service for rescheduling 

provisioning appointments the process is detailed in Section 1 Appendix 16  . The process laid 

out below is to be used for all times outsi de of the timeline detailed in Appendix 16  . 

 

Appointments can be rescheduled using RA Order type. The RA Order type is utilised when 

an appointment needs to be changed which has already being set as part of a provisioning 

order. An appointment can be changed  without charge,  up to 17:00 on the working day prior 

to the original appointment.  

 

The RA Order operates in a similar manner to the appointment functionality described in 

section 5.1 above. However, only Specific appointments are supported and the RA will be 

rejected if the specified appointment is not available ; a rejection due to non -availability of 

the specific appointment requested will return a list of alterna tive appointments.  

 

An operator will always be given the specific appointment requested in an RA if open eir has 

missed the original appointment, i.e. if the RA is a result of an RR with a reason code of open 

eir 

 

Note 1: Once a co-ordinated appointment has been logged on the system then the 

Reschedule Order RA cannot be utilised for changing appointments. Instead the CA must be 

used for this process which changes both the open eir and the Operator appointments in 

tandem.  

 

Note 2: When an order has been rescheduled locally between the end user and the 

technician, the operator will receive an RA Confirmation with the revised appointment and 

reason for rescheduling.  
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¶ 1 LA_Working conditions unsuitable at present  

¶ 2  LA_Customer has to leave the premises  

¶ 3   LA_More time needed to complete job 

 

Note 3:  Premium Appointments are only available to those Operators who have opted in 

and are only available on provisioning orders submitted via the UG. A Premium Appointment 

can be rescheduled to a standard a ppointment or vice versa.  

 

5.4 View Available Appointments Slots (VAA) 

Operators have the option of viewing available appointment slots using the V AA (View 

Available Appointment) order. This is an information order which can be used either for:  

 provisioning orders (PNN/ PNO/ PNW/ PPN/PPW) or 

 rescheduling an in -flight provisioning order  

 

Prior to Provision Order  Order Reschedule 

¶ ARD ID/ CLI / Eircode ¶ Original Order Reference  

¶ Order Type / (Optional) 

Product Type 
 

¶ Associated MNS Order 

(Optional)  
 

¶ Appointment  Date (Optional)  ¶ Appointment  Date (Optional)  

Table 3: VAA Order  Operator input  

The operator is provided with a list of u p to 20 appointment slots which were available at the 

time of order submission.  

 

Note: Please r

products including CGA.  

 

5.5  Update Order Details (UOD)  

The Update Order Detail (UOD) can be used to change the end customer contact details on 

an Order which has already been placed and thus ensure the technicians and support teams 

have the correct and up to date contact details to enable them to complete th e work on the 

appointment date. Where an operator has opted into Enhanced Provisioning the open eir 

appointments team will also be able to make changes to the contact details  if required. 

 

To ensure that the data reaches the technician in time for the appointment , any UOD must be 

completed prior to 12pm midnight on the day before the appointment date.  



NGA Industry Process Manual  

20/05/2018  Final Version 13 36 

 

The fields in scope which could be updated are: 

¶ Email Address 

¶ Mobile Number 

¶ Home Telephone Number 

¶ Work Telephone Number 

¶ Contact Name 

 

These information fields will relate specifically to the information required as part of the 

appointment / order delivery stage for an individual order. They will not relate to any other 

order that customer might have (unless separately entered during the order placement or 

update process for that order), nor will they impact on the core informati on held as part of 

the Customer Account details. 

The orders types which an update can be provided on include the following:  

o LNB Provide New Line with Optional Broadband Service 

o PUN Provide ULMP New 

o FP Failed Provisioning 

o PBF Provide Bitstream Full Install 

o PLF Provide Line Sharing Full Install 

o PNN Provide NGA New 

o PNO Provide NGA from Other 

o PNW Provide NGA from WLR 

o PPN Provide POTS Based NGA 

o PPW Provide POTS Based NGA and WLR from ULMP and NGA 

o CA        Co-Ordinated Appointment  

o RA       Reschedule Appointment 

 

The UOD Order cannot be used when the Order is in any of the following status:  

- Reschedule Indicated 

- Reschedule Requested 

- Reschedule Pending 

 

Where the Order is in any of these three statuses and an update to the contact details is 

required, the operator can either do this as part of the RA or submit a separate UOD once the 

RA is complete. 

Where an update is carried out to any individual field (s) value (e.g. Home Contact Number), 

the information in other fields is retained after the update.  

For operators using the Enhanced Provisioning Process an alert via UG Notifications to the 

Operator will be sent when the Update Order Detail action has been carried out by the open 

eir Appointments Team to change the ers. 



NGA Industry Process Manual  

20/05/2018  Final Version 13 37 

 

5.6 Operator NTU Installation  FTTC Only 

In certain cases, Operators have the option to install the NTU in the  premises and 

must do so in accordance with the NGA Technical Handbook. This process applies to FTTC 

only.  

There are two options available to Operators who wa nt to install the NTU in the 

premises. 

Option 1 

Operators will designate certain exchanges via the UG interface as areas in which they will 

install the NTU. In placing provisioning orders on the UG, the Operators will select an open 

eir appointment as normal.  

Option 2  

Operators may also request that they install the NTU on an order by order basis. On order 

submission the Operator selects BAS code  .  

 

The UG will check whether the order being placed is in an exchange designated as one in 

which the Operator will install the NTU  NONTUINS selected. If it such 

an exchange NONTUINS , then the UG will set an appointment 

where the technician will only visit the cabinet for the jumpering and the Operator will be 

expected to visit the customer pr emises to install the NTU. Operators may wish to avail of 

Co-ordinate d Appointments functionality to schedule this visit.  

 

 

5.7 Co-ordinate Appointment  

Co-ordinated Appointments occur when Operators wish to schedule their own technician  

visit to the end-user premises to coincide with the open eir technician .  Co-ordinating 

Appointments is an optional feature  and is available for FTTH where the ONT is always 

installed by the open eir technician and also for FTTC regardless of who installs the NTU. 

There are two scenarios in which co-ordinate  customer appointment  can be utilised:  

 

a) If an Operator wishes to send their technician to the  premises during the 

same slot as an open eir technician visits both the exchange/cabinet for jumpering 

and the end  premises. The open eir technician in this case will install the NTU / 

ONT while the Operator technician may install the modem or other CPE.  

b) If an Operator wishes to send their technician to the  premises during the 

same slot as an open eir technician visits the exchange/cabinet for jumpering only. 
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In this case the Operator will install the NTU and may also install the modem or other 

CPE.  

 

The CA Order Type is utilised to set co-ordinate d appointments. The CA order type can only 

be used when a provisioning order has already been submitted.  

 

Step 5.4.1  - Identify the Order Number for the Provisioning Order in which a co-

ordinate d appointment is required.  

Step 5.4.2 - Complete the details on the ( CA Order Type) 

- Include the Provisioning Order Number 

- It is assumed that the co-ordinate d appointment is to occur during the 

same slot as the open eir Technician appointment  

- this process is used for both scenario a & scenario b above.  

 

Step 5.4.3 - The CA Acceptance Notification returns:  

- Confirmation of the desired Co-ordinate d Appointment OR 

- The CA Order will be rejected if the Operator does not have an available 

slot for their technician that coincides with the open eir technician.  

An operator will always be given the specific appoi ntment requested in an CA, if open eir 

has missed the original appointment, i.e. if the CA is a result of an RR with a reason code of 

open eir 

 

Note: Once a co-ordinated appointment has been logged on the system then the Reschedule 

Order RA cannot be utilised for changing appointments. Instead the CA must be used for this 

process which changes both the open eir and the Operator appointments in tandem.  

 

5.8  

 

Operators must sign -up to enable access to the  Co-ordinate d Appointments functionality on 

the Unified Gateway. Operators will then be provided with an interface on the Unified 

Gateway to upload the appointments slots for their own technicians.  

 

In communication with open eir, Operators will have the ability to set the exchange in which 

they wish to have their technicians implement the NTU change at the customer premises. All 

provisioning requests to these exchanges will assume the Operators own technician will 

conduct the customer site visit.  
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5.9 NGA Order Progress Information Flow on UG 

The UG system will support essential information flow to Operators on NGA O rder status 

and progress. 

Information Flow will be sent back to Operators through UG from open eir  field support 

systems, including portable field terminals.   

The UG will return a <REASON_CODE> with an Order status update, where a scheduled 

provisioning appointment cannot be completed. This reason code is one of three options and 

will indicate whether  the appointment has been delayed by open eir, the end user or due to 

non-standard provisioning issues (Options for Reason Code Tag= EIRCOM, CUSTOMER, 

NON-STANDARD). Further information on appointment updates  are given below. 

 

5.9.1 Reschedule Request (RR)  

If an Operator has selected to use the Enhanced Provisioning service the process related to 

reschedule requests for customer related issues are detailed in Appendix 16  Section four.  

For customer related issues, where open eir cannot complete the Order due to the end-user 

issues below, a Reschedule Request (RR) notification will be provided with explanatory text  

(see below). The Operator will be able to re -schedule the appointment using the standard RA 

or CA Order as appropriate, once the issue is resolved with their end-customer8. The 

Operator may optionally cancel the Order  at no additional charge . If the Operator does not 

re-schedule the appointment 5 days after the initial request a reminder notification Pending 

Auto Cancel (PAC) will be issue to remind to re-schedule the appointment and if the 

appointment is not re -scheduled within a further 5 day s the order will be marked 

undeliverable.  

 

 End-user not ready/not available  (CUSTOMER) 

 -

 

  -schedule 

 

 

 End-user refuses service (CUSTOMER)  

                                                           

8 An RR will be marked as undeliverable with Undeliverable Code: 175  

In-

Days: Comment: 10 day window to set a new appointment ha s elapsed, new order required.   
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 -

 

 Third party access denied (CUSTOMER) 

 customer to progress third party 

issue & re-  

 

A charge will be raised against the Order for the  above events.  

Where unforeseen circumstances arise where open eir cannot keep the appointment on the 

designated time, the Operator will be notified with an RR and should be able to re -schedule 

a new appointment straight away.  

 -

 (EIRCOM) 

 

 

5.9.2  Request to Cancel (RC) 

In some scenarios where the data on the order is incorrect the order must be cancelled and 

re-issued to allow delivery of the order complete.   Previously oeCCC would email the 

Operator requesting the order to be cancelled and re -issued.  Where the below refer codes 

are selected the Operator shall receive  a RC (request to cancel) notification to re -issue the 

order.  If in the event the order has not been cancelled and re -issued after 5 days a Pending 

Auto Cancel (PAC) will be issue reminding to re-issue the order.  If this is not acted on in a 

further 5 da ys the order shall be marked undeliverable.  

The refer codes are: 

 71  Incorrect Address 

 72  Incorrect Contact Info  

 74  Wrong Exchange 

Please see Appendix 11  for a full list of refer codes  

 

5.9.3  Reschedule Indicated (RI)  and Reschedule Forecast (RF) 

An RI notification will be sent back through to UG  where open eir cannot complete the Order 

due to open eir issues such as: 

 Cable Issues 

 Duct/ Underground (DUG) where a new drop is needed 

 Private Pole issues 

 Issues Other service delivery issues 
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For the above issues, an RF notification update will be provided when a forecast date is 

available for resolution. The RF notification may also include a licence application number 

and licence type which will inform the Operator of the nature of work required. If there are 

any changes to the licence inf ormation including additional licence applications being 

required updated RF notifications may be issued.   Note the forecast date associated with 

the RF notification may change if new licences are required and that more than one licence 

may be associated w ith an order.  This will be followed by a Reschedule Request (RR) 

notification from open eir when the issue is resolved.  When the Operator receives this 

noti fication they can then re -schedule the appointment.  

5.9.3.1 Underground Cable  (NON-STANDARD) 

 

 Initial Underground Cable Issue  - Eircom Unable To 

 

 

 

  Now Resolved. The 

Appointment can be re -  

5.9.3.2 Private Pole Issues (NON-STANDARD) 

 

 Private Pole Issue - Eircom Unable to Keep 

Appointment  

 e 

 

 

Appointment can be re -  

 

5.9.3.3 Other Service Delivery Issues (NON-STANDARD) 

 

 ointment due to 

Issue arising at Service Delivery that needs further resolution. (Further 

 

 

 

 Resolution message (RR) will Eircom unable to keep current appointment. 

Appointment can now be re -scheduled.  
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The Co-ordinate  Appointment and the Reschedule Appointment is disabled during an RI 

phase.  

 

See Appendix 11  for a full list of the UG Refer Codes.  

 

5.10 FTTC NTU Installation including data port extension socket 

At the end-user premises the open eir or Operator technician will install the new NGA NTU, 

replacing the master socket. The NGA NTU is the demarcation point for the Virtual Unbundled 

Access (VUA) / Bitstream Plus FTTC products. 

For the POTS-based product the internal wiring will continue to b e served from the NTU and 

supply PSTN service. open eir will, if requested at the time of Order, install a data port 

extension socket using a standard extension kit to a maximum of 30 meters . 

The open eir technician will surface mount any extension wiring to accessible skirting boards 

and will not put cable under carpet or floor. No moving of furniture and no decorative work 

will be carried out as part of the installation. The installation of an extension kit will only be 

carried out if the technician deems  that the work can be carried out in a reasonable time 

frame. This DSL extension kit is considered to be part of internal wiring and is owned by the 

end-user. 

A charge will apply for the installation of the data port extension socket. 

Data  Port Extension Kits are ordered as part of a provisioning Order, as an Additional 

Service with a Bitstream Additional Service Code (BAS_CODE) of DPEXTRAP. 
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Section 6  POTS Based Provisioning & Migrations 

6.1 Introduction  

The processes outlined below relate to the provisioning and migrations of POTS Based FTTC 

services. The exact same order types will also be utilised for each of the provisioning and 

migration scenarios for FTTH services9. The primary difference between the FTTC and FTTH 

processes relates to the downstream tasks. In addition, Operators will not have an option to 

install the NTU in an FTTH context. The table below summarises the four  scenarios and UG 

order types utilised for provisioning POTS Based NGA services and migrating to POTS Based 

NGA services. The MWB (Section 9.6) order can also be used where an operator wishes to 

move service for one of its customers to a new address.  

 

Table 4 Summary of POTS based Provisions and Migrations 10 

                                                           

9 LNB order applies to FTTC only 

10 Refer to Section 7.5 for more information on number porting  

Scenario 1

SB-WLR OAO1 or OAO2 Nothing N/A

PPN SB-WLR OAO1 or OAO2 LS-CGA-PB OAO1 or OAO2

SB-WLR OAO1 or OAO2 BS-CGA-PB OAO1 or OAO2 SB-WLR OAO1 or OAO2 BS-NGA-PB OAO1 or OAO2

SB-WLR OAO1 or OAO2 BS-NGA-PB *OAO1 or OAO2

*Use CHN when OAO2 to OAO2 within the same generation

Tel No. Porting Not Applicable

Scenario 2

ULMP OAO1 or OAO2 SB-WLR OAO 1 or OAO2 BS-NGA-PBOAO 1 or OAO2

PPW BS-NGA-SA OAO1 or OAO2

BS-CGA-SA OAO1 or OAO2

Tel No. Porting Porting Request sent to losing SA NGA Operator or losing ULMP Operator - Tel No. to be ported entered into <REF_TEL_NO> field

Scenario 3a

LNI then PPN LNI PPN

Nothing N/A Nothing N/A SB-WLR OAO2 BS-NGA-PB OAO2

(not combined)

Tel No. Porting LNG Order should be used for porting

Scenario 3b

*LNB - Combined 

Order Nothing N/A Nothing N/A SB-WLR OAO2 BS-NGA-PB OAO2

Tel No. Porting LNB Order should be used for porting *LNB orders applies to FTTC only and is not applicable to FTTH

Scenario 4

SB-WLR OAO1 Nothing N/A PW(X) PPN

PPN then PW SB-WLR OAO1 LS-CGA-PB OAO1 or OAO2

(PWX in future) SB-WLR OAO1 BS-CGA-PB OAO1 or OAO2 SB-WLR OAO2 BS-NGA-PB OAO2

SB-WLR OAO1 BS-NGA-PB OAO1

Tel No. Porting Not Applicable

 Scenario 1 - Migrate or Provide a PB NGA BB 

FROM TO (POTS BASED NGA)

Narrowband Broadband Narrowband Broadband

 Scenario 2 - Migrate from SA NGA BB to (WLR based) 

FROM TO (POTS BASED NGA)

Narrowband Broadband Narrowband Broadband

 Scenario 3a LNI: Provide New Line and PB NGA BB

FROM TO (POTS BASED NGA)

Narrowband Broadband Narrowband Broadband

 Scenario 3b LNB: Provide New Line and PB NGA BB

FROM TO (POTS BASED NGA)

Narrowband Broadband Narrowband Broadband

 Scenario 4 PPN then PW (PWX in future): Migrate SB-WLR and Migrate or Provide a PB NGA BB  

FROM TO (POTS BASED NGA)

Narrowband Broadband Narrowband Broadband
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Key to Summary Table 

POTS Based Line Share LS-CGA-PB 

POTS Based ADSL BMB / BIP / BS+ BS-CGA-PB 

POTS Based FTTX BS+ /VUA BS-NGA-PB 

Standalone ADSL BMB / BIP / BS+ BS-CGA-SA 

Standalone FTTX BS+ /VUA BS-NGA-SA 

 

Note 1: Operator establishes In -home Wiring Requirements 

The Operator is responsible for advising their customer of open eir -

premises installation up to the demarcation point. With the exception of an extension kit, a ll 

installation beyond the demarcation point is not addressed in this document. Issues that the 

Operator should discuss with their end -user may include:  

 

 (FTTC) Replacement of the existing open eir master phone socket with an NTU 

 (FTTC) Confirmation that NGA NTU in place from previous NGA service 

 Location of the NTU (FTTC)/ ONT (FTTH) 

 (FTTC) Are there multiple phone sockets in the premises and are these fed from a 

master socket? There must be no splitting of internal wiring before the master 

socket as this is not compatible with VDSL; the end user is responsible for 

removing any splits on the open eir side of the master socket / NTU. (Any sockets 

fed from the master socket are unaffected)  

 (FTTC) Is an extension socket required to extend the NTU within the premises? 

This can be included in the UG Order (note that this is an additional cost item).  

 (FTTH) Availability of an electricity socket to power an ONT  

 

 

Note 2: This section contains a set of operational processes that support the interactions 

between open eir and the Operator for the delivery and operation of migrations to POTS 

Based Next Generation Access Products from the Current Generation Access Products 

portfolio . 

 

This section is an addendum to the product process manuals for LLU, Bitstream, SB-WLR. 

These process manuals will detail the processes applicable to migration from Next 

Generation Access Products to the Current Generation Access Products. This document 



NGA Industry Process Manual  

20/05/2018  Final Version 13 45 

should be read in conjunction with the other Industry Process Manuals as published on 

www.openeir.ie. 

 

Note 3: The NGA products support multiple VPLS solutions as described in the Product 

Description. Operators availing of this functionality must nominate the Egress Group 

required  as part of p rovisioning and migration Orders . A pre-requisite for Egress provisioning 

is that the logical connectivity has been configured in advance.  

For the FTTC Bitstream Plus VEA product, Operators are not required to have logical 

connectivity in the exchange.  

 

Note 4: In the event that an Operator requires an Electronic Enablement (EE) to be 

completed on a particular date the Operator may select a required by date when placing 

the NGA order. This has the effect of delaying the provision of NGA services until that date. 

 

Note 5: In exceptional circumstances, t he Fixed Rate profile may need to be lowered during 

the provisioning process in order to allow a line to synchronise. The BI Notification sent on 

completion will contain the actual profile applied on the line.  This will not impact the 

-

completion notification.  

 

 

6.2 Scenario 1:  Migrate to or Provide a POTS Based NGA service FROM SB-WLR  

In this scenario the PPN Order will provide a POTS-Based VUA or Bitstream Plus service on an 

existing SB-WLR line where nothing else is on the line. The PPN Order will also provision a 

POTS Based VUA or Bitstream Plus service and replace the ADSL Bitstream / Bitstream Plus, 

Line Share or POTS Based NGA service on the line.  

 

Where an NGA NTU has previously been installed but the line is no longer connected to the 

NGA cabinet then a cabinet only appointment will be required as the technician will not 

have to visit the end-user premises to install an NGA NTU. 

 

If there is POTS Based NGA on the line, or if POTS Based NGA is insitu then no appointment 

will be necessary on the PPN order. A line is considered insitu for NGA if it is connected to an 

NGA port in the cabinet and an NGA NTU has previously been installed at the address. An 

NGA line may be insitu for POTS Based NGA or Standalone NGA but not both. 

 

http://www.eircomwholesale.ie/
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Once the status of the line has been determined  using the NLE order then the steps involved 

in the provision of the PPN Order are listed below. 

 

6.2.1 - Determine CLI and UAN  

6.2.2 -  Submit NLE Order type to determine if NGA NTU was previously installed and/or  if line 

insitu for NGA service  

6.2.3 - PreQual Line- Submit (QB Order Type). PreQual Completion Notification returns list of 

available products  

 

End-user Appointment driven provide  NGA Non-insitu or Appointment requested 

orders 

 

6.2.4 - Submit (PPN Order Type) to provision VUA PB/Bitstream Plus PB/Bitstream Plus VEA 

PB 

- If NGA non-insitu or if Technician visit required then Request Appointment 

- Option to Request Multicast  (MCASTTV)  not available for  FTTC Bitstream Plus VEA 

- If ordering FTTC Bitstream Plus VEA WEIL and SAB Circuit  IDs must be specified. 

Each FTC Bitstream Plus VEA order will require selection of a unique S-VLAN tag. This 

may be specified by the Operator at order on the UG, or will be assigned by open 

eir and returned to the Operator as part of the completion notification along with 

the FTTC VEA Circuit ID 

-Option to request Circuit or Traffic Based QoS when ordering Bitstream Plus VEA 

fixed rate product  

The acceptance notification will inform the Operator of the type of appointment 

required.  

Note: Appointment can be modified (before COB of working day prior to 

appointment)  

6.2.5 - ADSL Bitstream or Line Share or PB NGA then Pending Loss notification Generated  (if 

required)  

-   (currently 6 hours)  

6.2.6 - Port activated  electronically & BI Notification or Pre BI Notification 11 sent to Operator  

                                                           

11 The Pre BI notification is sent at the port reservation stage and it allows Operators to configure their 

own network, get modem set up ready etc. so that the end -user is ready to go on completion of the 

jumpering/installation. The BI notification is sent on order completion.   In most cases the detail will be 

the same but in cases where a technician had to swap the port when at the cabinet, then it will be 

different.  
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6.2.7 - If ADSL Bitstream or Line Share then site visit to exchange to remove existing BS/LS 

connection will be carried out after the NGA service has been enabled.  

6.2.8  If NGA NTU previously installed and NGA is non-insitu then open eir Technician Site 

visit to Cabinet for Port Connection  

open eir technician will generally call the contact number prior to service being 

disconnected from cabinet.  

6.2.8 - If no NGA NTU was previously installed and if open eir installs the NTU for the 

Operator in this exchange ar ea, then an open eir Technician visits end-user premises 

for NTU Installation (Co-ordinate  Appointment may be used by Operator if desired).  

6.2.9 - Loss Notification to ADSL/LS Operator if appropriate  

- Completion Notification sent to Gaining Operator . For FTTC Bitstream Plus VEA this 

notification will include the S-VLAN tag and the VEA Circuit ID in the Bitstream ID 

field.  

- Post-completion Notification sent to Gaining Operator when the Order has fully 

posted 

 

No End-user or Cabinet  Appointment  NGA Insitu Provide or Migration  

 

If the end-user currently has a POTS Based NGA service on the line or the line is currently 

insitu for POTS Based NGA then no end-user or cabinet appointment will be required.  

 

6.2.10  - Determine CRN and UAN 

6.2.11 - Submit NLE Order type to determine if line insitu for NGA service and if NGA NTU 

was previously installed  

6.2.12 - PreQual Line based on CRN - Submit (QB Order Type). PreQual Completion 

Notification returns list of available products  

6.2.13 - Submit (PPN Order Type) to provision VUA PB/Bitstream Plus PB/ Bitstream Plus 

VEA PB 

 

- Option to Request Multicast (MCASTTV) - not available for FTTC Bitstream Plus VEA 

 

The acceptance notification will inform  the Operator of the type of appointment required.  

6.2.14 - Line Activated 

- Port Activated electronically & BI Notification sent to Operator  

6.2.15 - Completion Notification sent to Gaining Operator  

- Post-completion Notification sent to Gaining Operator when the Order has fully 

posted 
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6.3 Scenario 2: Migrate FROM ULMP or Standalone NGA TO POTS Based VUA FTTC or 

POTS Based Bitstream Plus FTTC (Inter and Intra Migration supported with this 

process) 

In this scenario the PPW Order will replace the ULMP service with an SB-WLR line and a POTS 

based VUA or Bitstream Plus service. The PPW will also replace will replace the Standalone 

NGA service with an SB-WLR line and a POTS based VUA or Bitstream Plus service.  Inter-

Operator migrations to the FTTC Bitstream Plus VEA product are not supported. 

 

A cabinet only appointmen t will be required  

- If the end-user has Standalone NGA broadband  

or  

- If the line currently  has ULMP service but previously had an NGA NTU installed 

In this scenario there can be no insitu NGA line. A ULMP line and a Standalone NGA 

line cannot  be insitu for POTS based NGA.  

 

6.3.1 ULMP to POTS Based VUA or POTS Based Bitstream Plus 

 

In the case of ULMP on the line, the steps involved in the provision of the PPW Order are 

listed below. 

 

6.3.1.1  - Determine CRN and UAN  

6.3.1.2 - Submit NLE Order type to determine if NGA NTU was previously installed and/or if 

line insitu for NGA service  

6.3.1.3 - PreQual Line- Submit (QB Order Type). PreQual Completion Notification returns     

list of available products  

6.3.1.4 - Submit (PPW Order Type) to provision VUA PB/Bitstream Plus PB/ Bitstream Plus 

VEA PB 

 

- Request Appointment 

- Option to Request Multicast  (MCASTTV)- not available for FTTC Bitstream Plus VEA- 

Option Request GNP if number with 3 rd Party  

If ordering FTTC Bitstream Plus VEA, WEIL and SAB Circuit  IDs must be specified. 

Each FTC Bitstream Plus VEA order will require selection of a unique S-VLAN tag. This 

may be specified by the Operator at order on the UG, or will be assigned by open 
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eir and returned to the Operator as part of t he completion notification along with 

the FTTC VEA Circuit ID 

-Option to request Circuit or Traffic Based QoS when ordering Bitstream Plus VEA 

fixed rate product  

 

The acceptance notification will inform the Operator of the type of appointment required.  

 - Note: Appointment can be modified (before COB of day prior to appointment)  

6.3.1.5 - PWG Only - GNP Pending loss generated to losing Operator  

6.3.1.6 - Line Activated 

- Port Activated electronically & BI Notification sent to Operator  

6.3.1.7 - open eir Site visit to Exchange to remove existing ULMP connection will be carried out 

after the NGA service has been enabled. 

 - open eir Technician Site visit to Cabinet for Port Connection  

6.3.1.8 - PWG Only - GNP Activated  

6.3.1.9 - If no co-ordinated appointment is set for NTU, if an NGA NTU was not previously 

installed or if the Operator has requested an end -user site visit, then open eir 

Technician visits Customers Premises for NTU Installation. open eir technician will 

call contact num ber prior to service being disconnected from cabinet.  

6.3.1.10  If an NGA NTU was previously installed  then the open eir technician only visits the 

cabinet to the enable the service. open eir technician will call contact number prior 

to ULMP service being disconnected from cabinet.  

6.3.1.11 - If a co-ordinated appointment is set for NTU - then Operator Technician visits 

Customers Premises for NTU Installation. open eir technician will call contact 

number prior to service being disconnected from cabinet.  

6.3.1.12 - Loss Notification to ULMP Operator 

- Completion Notification sent to Gaining Operator . For FTTC Bitstream Plus VEA this 

notification will include the S-VLAN tag and the VEA Circuit ID in the Bitstream ID 

field.  

- Post-completion Notification sen t to Gaining Operator when the Order has fully 

posted 
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6.3.2 Standalone NGA to POTS Based VUA or POTS Based Bitstream Plus 

 

In the case of Standalone NGA services, the steps involved in the provision of the PPW Order 

are listed below. 

A Standalone NGA line is not insitu for POTS Based NGA as the open eir Technician is 

required to visit the cabinet to connect the end -user to the POTS Based service. No visit to 

the end-user premises is required unless requested by the Operator.  

 

6.3.2.1  - Determine CRN and UAN  

6.3.2.2 - PreQual Line based on CRN - Submit (QB Order Type) 

6.3.2.3 - PreQual Completion Notification returns list of available products  

6.3.2.4 - Submit (PPW Order Type) to provision VUA PB/Bitstream Plus PB/FTTC Bitstream 

Plus VEA 

- Option to Request Multicast  (MCASTTV)  not available for FTTC Bitstream Plus VEA 

- Option Request GNP if number with 3 rd Party  

If ordering FTTC Bitstream Plus VEA, WEIL and SAB Circuit IDs must be specified. 

Each FTC Bitstream Plus VEA order will require selection of a unique S-VLAN tag. This 

may be specified by the Operator at order on the UG, or will be assigned by open 

eir and returned to the Operator as part of the completion notification along with 

the FTTC VEA Circuit ID 

-Option to request Cir cuit or Traffic Based QoS when ordering Bitstream Plus VEA 

fixed rate product  

 

The acceptance notification will inform the Operator of the type of appointment required.  

 - Note: Appointment can be modified (before COB of day prior to appointment)  

6.3.2.5 - T Notification returned indicating telephone number assigned  

6.3.2.6 - Line Activated 

- Port Activated electronically & BI Notification sent to Operator  

- open eir Site visit to Exchange and cabinet  for line connection  

6.3.2.7 - GNP activated (if GNP req uested) 

6.3.2.8 - Loss Notification to Standalone Operator  

- Completion Notification sent to Gaining Operator . For FTTC Bitstream Plus VEA this 

notification will include the S-VLAN tag and the VEA Circuit ID in the Bitstream ID 

field.  

 

- Post-completion Notification sent to Gaining Operator when the Order has fully 

posted 
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6.4 Scenario 3a: Provisioning an Insitu Line and POTS-Based FTTC NGA Services 

when nothing in place.  

To provide a POTS-Based VUA or Bitstream Plus FTTC service on an in situ path an LNI Order 

is used. The LNI Order activates the SB-

Once part of the Order is complete the LNI then automatically generates a PPN Order. The 

PPN Order activates the POTS-Based VUA or Bitstream Plus FTTC service as outlined in 

Section 6.2 above. 

Where the end user already has a SB-WLR service on their line then a PPN Order is used to 

provide the POTS-Based VUA or Bitstream Plus FTTC service. 

The PPN Order requires a port connection to be carried out by the open eir technician at the 

cabinet. If applicable then the open eir mises to 

install the NTU. Appointment setting is provided with the PPN Order. 

Prior to submitting the LNI Order outlined below the gaining Operator should submit the 

relevant Line Enquiry Order (NLE) and Prequal Order (QB) to determine the  availability and  

suitability of the line and the  NGA products available for provision on that line.  

In this scenario the LNI Order followed by an automatically generated PPN Order will 

provide a POTS-Based VUA or Bitstream Plus service on to an insitu line. 

 

The steps involved in the provision of the LNI Order are listed below. 

 

6.4.1  - Determine ARD ID or optionally Eircode  

6.4.2 - Optionally interrog ate Advanced Pre-qual File and ensure Address is NGA 

Compatible  

6.4.3 - Submit LE Order Type 

6.4.4 - LE Order Completion Notification contain line details  

6.4.5 - PreQual Line- Submit (QB Order Type) 

6.4.6 - PreQual Completion Notification returns list of available products  

6.4.7    - Submit (LNI Order Type) to provision Line & VUA PB/Bitstream Plus PB 

- Request New Line 

- Option to request old telephone number if at that premises  

- Option to Request Multicast  (MCASTTV)  not available for FTTC Bitstream Plus VEA 

-If ordering FTTC Bitstream Plus VEA, WEIL and SAB Circuit IDs must be specified. 

Each FTC Bitstream Plus VEA order will require selection of a unique S-VLAN tag. This 

may be specified by the Operator at order on the UG, or will be assigned by open 
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eir and returned to the Operator as part of the completion notification along with 

the FTTC VEA Circuit ID 

-Option to re quest Circuit or Traffic Based QoS when ordering Bitstream Plus VEA 

fixed rate product  

- Option Request GNP if number with 3 rd Party   

The acceptance notification will inform the Operator of the type of appointment required.  

6.4.8 - T Notification returned indicating telephone number assigned  

6.4.9 - Line Activated Electronically  

6.4.10 - GNP Activated (if GNP requested) 

Note 1: -WLR line is now active. 

 

6.4.11 - LNI generates (PPN order Type) to provision VUA PB/Bitstream Plus PB 

Note 2: On acceptance of PPN the default on UG is to allocate the earliest 

appointment. The OAO should contact their end user and reschedule if required  

 

6.4.12 - LNI Completion Notification sent to Gaining Operator with PPN Order Number  

- Post-completion Notificat ion sent to Gaining Operator when the Order has fully 

posted 

Note 3: Non In situ Lines require a separate LNN order and a PPN Order 

 

6.5 Scenario 3b: Provisioning a non-insitu Line and POTS-Based FTTC NGA Services 

when nothing in place.  

 

In this scenario an Operator wishes to place an order for a single SB -WLR line with NGA 

using the LNB order. The LNB is used to order of WLR plus NGA (FTTC only) on a Non- Insitu 

line or on an In-Situ line where a customer premises visit is requested, equivalent to the LNN 

from another network Operator.  

Under the LNB open eir will always send an open eir Technician to the end-user premises to 

install the line.  

 

Prior to submitting the LNB Order outlined below the gaining Operator should submit the 

relevant Line Enquiry Order (NLE) and Prequal Order (QB) to determine the availability and 

suitability of the line and the NGA products available for provision on that lin e. 

 

The steps involved in the provision of the LNB Order are listed below. 
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6.5.1 - Determine the availability of lines using the LE order and suitability for Bitstream using 

the prequal order.  The prequal value will be based on the DP average.  

 

6.5.2 - Determine the ARD ID or Eircode using the LE order (Generate ID option in the  LE order 

if ARD_ID is  not available )  

 

6.5.3 - Submit LNB order to provision SB-WLR and Bitstream.  Order must contain 

 Major Account Number 

 Occupants Name 

 ARD ID or Eircode 

 Account Option  New Account/Target Account  

 Required Date 

 Option to Request Multicast (MCASTTV)  not available for FTTC Bitstream Plus 

VEA 

 If ordering FTTC Bitstream Plus VEA, WEIL and SAB Circuit IDs must be specified. 

Each FTC Bitstream Plus VEA order will require selection of a unique S -VLAN tag. 

This may be specified by the Operator at order on the UG, or will be assigned by 

open eir and returned to the Operator as part of the completion notification 

along with the FTTC VEA Circuit ID 

 Option to reques t Circuit or Traffic Based QoS when ordering Bitstream Plus VEA 

fixed rate product  

 Option Request GNP if number with 3rd Party  

 Customer name and address  

 Contact name and number(s)  three numbers to be provided if possible, Home, 

Work and Mobile. If this i

provided.  

 Request an appointment  

Note: Appointment can be modified (before COB of day prior to appointment)  

 

6.5.4 - The order may be rejected if incomplete information is provided on the order, these  

will be referred back via the UG and the Operator requested to cancel and re -issue 

the order with the correct information. There will be no link between the new order 

and the rejected order.  

 

6.5.5 - Once the order is validated the open eir technician vis its the cabinet to connect the 

port and the customer premises on the appointment day to deliver the service.   
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 - The open eir technician will generally call the contact number prior to calling to the 

customer premises. 

 

6.5.6 - If the customer fails to me et the appointment RR (re-scheduled requested) 

notifications will be send via the UG as outlined in section 4.2.1 or if the Operator has 

opted for the Enhanced Provisioning service, Appendix 16  , a RP (reschedule 

pending) notification will be sent via the UG.  

 

6.5.7 - The open eir technician will determine what is required to deliver the order and may 

deem the order to be non-standard.  If the order is deemed to be  non-standard it will 

be referred back via the UG and the Operator shall receive an RI notification as 

outlined in section 4.2.2 below (Re-schedule indicated and re -schedule forecasted).  

 

6.5.8 - When the non-standard reason is resolved a RR (re-schedule requested) notice is sent 

via the UG for the Operator to schedule a new appointment for the installation work 

at the customer premises. 

 

6.5.9 - Once the service is provisioned the order will be completed and a completion notice 

issued by the UG. 

 

Note:   

If any part of a combined delivery order cannot be delivered the entire order will be rejected 

as undeliverable. 

 

 

6.6 Scenario 4: Migrate FROM SB-WLR (either alone or with Current Generation 

Bitstream or Line Share or NGA Services in place) TO POTS based NGA 

In this scenario the Operator should migrate the NGA Broadband element utilising the PPN 

order as described above  and move the SB-WLR service by utilising the PW order type. In a 

future release a new combined order will be made available called the PWX.  

 

6.7 Installation Failures  (Dead on Arrival)  

Installation failures / Dead on Arrival (DOA) are instances where open eir advised an OAO 

that the requested service was provisioned when, in reality, the service was never 

provisioned correctly in the first instance . For the avoidance of doubt this excludes all 

provisioning work carried out by an Operator on behalf of open eir. The operator should 

submit a fault report indicating an Install Fail (Sections 11.7.3.2.2 and 11.7.2.4); fault reports 
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on the day of installation should be reported directl y to the open eir Customer Care Centre 

(Section 11.10.1), where the provisioning will be prioritised.    

 

6.7.1 Fault reporting prior to Posted Complete ( PC) Notification  

This process is used for a non-electronically enabled order that ha s been completed, has not 

posted complete on the open eir systems but is reported by the end user  that it is not 

working. 

 

1) The Operator receives a report from an end customer that a newly installed service is not 

working, i.e. complete loss of services  

2) The Operator carries out the basic fault diagnostics (Sections 11.7.2.3 / 11.7.3.2.1)  

3) If still no service - the Operator rings the oeCCC (phone) to report an early life fault, 

noting telephone number / CRN, product report fault code and any other relevant 

information obtained from the end customer  

4) The oeCCC will then confirm order has been delivered (completion notification issued) 

and that the post ed complete notification has not been issued.  

Note: If posted complete notification has been issued the Operator will be advised to 

log the fault via the UG using the normal process.  

5) The oeCCC will log the fault on internal systems (FHS) based on information provided by 

the Operator. The fault will follow the normal faul t process to resolve the issue.  

6) The Operator will be informed when the fault issue is resolved and the nature of the fault 

resolution  

 

Note:  

(i)As the fault is not logged via the UG the Operator will not be able to receive 

updates via the UG.  

(ii)This process should only be used for complete loss of service, not for intermittent 

issues.  

 

6.8 Post-Provisioning Tests 

Two weeks after FTTC provisioning, a single Line Test and a single Synch Test are 

automatically carried out. The data from these initi al tests is retained and is available to 

Operators with the TLH (Test Line History) and the TSH (Test Synch History) orders, as 

reference information only.  
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Section 7  Standalone Provisioning & Migrations  

7.1 Introduction  

 

The processes outlined below relate to the provisioning and migrations of Standalone FTTC 

services. The exact same order types will also be utilised for each of the provisioning and 

migration scenarios for FTTH services. The primary difference between the FTTC and FTTH 

processes relates to the downstream tasks. In addition, Operators will not have an option to 

install the NTU in an FTTH context. The table below summarises the three scenarios and UG 

order types utilised for provisioning Standalone NGA servic es and migrating to Standalone 

NGA services. The MNA (Section 9.5) order can also be used where an operator wishes to 

move service for one of its customers to a new address. 

 

Table 5 Summary of Standalone Provisions and Migrations  

 

Key to Summary Table 

POTS Based Line Share LS-CGA-PB 

POTS Based ADSL BMB / BIP / BS+ BS-CGA-PB 

POTS Based FTTX BS+ /VUA BS-NGA-PB 

Standalone ADSL BMB / BIP / BS+ BS-CGA-SA 

Standalone FTTX BS+ /VUA BS-NGA-SA 

 

Scenario 1  PNN Order : Provide SA NGA BBPB NGA BB 

Nothing N/A Nothing N/A BS-NGA-SA OAO2

BS-CGA-SA OAO2

Scenario 2  PNW Order : Migrate from (WLR based) to SA NGA BB 

SB-WLR OAO1 or OAO2

SB-WLR OAO1 or OAO2 LS-CGA-PB OAO1 or OAO2 BS-NGA-SA OAO2

SB-WLR OAO1 or OAO2 BS-CGA-PB OAO1 or OAO2 BS-CGA-SA OAO2

SB-WLR OAO1 or OAO2 BS-NGA-PB OAO1 or OAO2

Scenario 3  PNO Order : Migrate (non WLR based) to SA NGA BB 

ULMP OAO1 or OAO2

BS-NGA-SA *OAO1 or OAO2 BS-NGA-SA OAO2

BS-CGA-SA *OAO1 or OAO2 BS-CGA-SA OAO2

*Use CHN when OAO2 to OAO2 and same generation

BroadbandNarrowband BroadbandNarrowband

FROM TO (SA)

FROM

BroadbandNarrowband BroadbandNarrowband

BroadbandNarrowband BroadbandNarrowband

FROM TO (SA)

TO (SA)
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Note 1: Operator establishes In -home Wiring Requirements 

The Operator is responsible for advising their customer of open eir -

premises installation up to the demarcation point. With the exception of an extension kit, all 

installation beyond the demarcation point is not addressed in this document. Issues that the 

Operator should discuss with their end -user may include:  

 (FTTC) Replacement of the existing open eir master phone socket with an NTU 

 (FTTC) Confirmation that NGA NTU in place from previous NGA service 

 Location of the NTU (FTTC)/ ONT (FTTH) 

 (FTTC) Are there multiple phone sockets in the premises and are these fed from a 

master socket? There must be no splitting of internal  wiring before the master 

socket as this is not compatible with VDSL; the end user is responsible for 

removing any splits on the open eir side of the master socket / NTU. (Any sockets 

fed from the master socket are unaffected)  

 (FTTC) Is an extension socket required to extend the NTU within the premises? 

This can be included in the UG Order (note that this is an additional cost item).  

 (FTTH) Availability of an electricity socket to power an ONT  

 

Note 2: This section contains a set of operational processes that support the interactions 

between open eir and the Operator for the delivery and operation of migrations to 

Standalone Next Generation Access Products from the Current Generation Access Products  

portfolio . 

 

This section is an addendum to the product pr ocess manuals for LLU, Bitstream, SB-WLR. 

These process manuals will detail the processes applicable to migration from Next 

Generation Access Products to the Current Generation Access Products. This document 

should be read in conjunction with the other Ind ustry Process Manuals as published on 

www.openeir.ie as appropriate.  

 

Note 3: The NGA products support multiple VPLS solutions as described in the Product 

Description. Operators availing of this functionality must nominate the Egress Group 

required as part of provisioning and migration Orders. A pre -requisite for Egress provisioning 

is that the logical connectivity has been configured in advance.  

For the FTTC Bitstream Plus VEA product, Operators are not required to have logical 

connectivity in the exchange.  

 

Note 4: In the event that an Operator requires an Electronic Enablement (EE) to be 

completed on a particular date the Operator may select a r equired by date  when placing 

the NGA order. This has the effect of delaying the provision of NGA services until that date.  

http://www.eircomwholesale.ie/
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Note 5: The Fixed Rate profile may exceptionally need to be lowered during the provisioning 

process in order to allow a line to synchronise. The BI Notification sent on completion will 

contain the actual profile applied on the line. This will not impact 

subsequently change the profile following receipt of the post -completion notification.  

 

 

7.2 Scenario 1: Provisioning Standalone VUA FTTC or Standalone Bitstream Plus FTTC 

when nothing in place  

The PNN Order allows for the provision of an NGA standalone VUA or Bitstream Plus service 

on to an in situ line that currently has no services on it.  

The PNN Order requires a port connection to be carried out by the open eir technician at the 

cabinet. If applicable then the open eir 

to install the NTU.  

Prior to submitting the Order types outlined below the gaining Operator should submit the 

relevant prequal Order (QB) to determine the NGA products available for  provision on tha t 

line. 

Standalone NGA service does not include a wholesale voice service. If the end customer 

requires a voice service then this can be provided by their operator over a VOIP platform.  

 

In this scenario, there are no existing open eir products (SB-WLR, LLU, Bitstream or LS) in 

place 

In this scenario the PNN Order will provide a standalone VUA or Bitstream Plus service on to 

an insitu or non-insitu line. 

If the line is insitu and if the premises previously had an NGA NTU installed then no end-user 

appointme nt will be required, unless specifically requested by the Operator.  

 

The steps involved in the provision of the PNN Order are listed below. 

 

7.2.1 - Determine ARD ID or Eircode  

7.2.2 - Optionally interrogate Advanced PreQual File and ensure address is NGA  compatible  

7.2.3 -  Submit NLE Order type to determine if NGA NTU was previously installed 

7.2.4 - PreQual based on ARD ID or Eircode- Submit (QB Order Type). PreQual Completion 

Notification returns list of available products  

7.2.5 - Submit (PNN Order Type) to provision VUA SA/Bitstream Plus SA 

 No requirement to specify in situ or non -in situ.  

 Request appointment  
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 Option to request Multicast  (MCASTTV) not available for FTTC Bitstream Plus 

VEA 

 If ordering FTTC Bitstream Plus VEA, WEIL and SAB Circuit IDs must be specified. 

Each FTC Bitstream Plus VEA order will require selection of a unique S-VLAN tag. 

This may be specified by the Operator at order on the UG, or will be assigned by 

open eir and returned to the Operator as par t of the completion notification 

along with the FTTC VEA Circuit ID 

 Option to request Circuit or Traffic Based QoS when ordering Bitstream Plus VEA 

fixed rate product  

 

The acceptance notification will inform the Operator of the type of appointment required . 

Note: Appointment can be modified (before COB of day prior to appointment)  

7.2.6 - Port activated electronically & BI Notification sent to Operator  

7.2.7 - open eir Technician site visit to cabinet for Port connection  

7.2.8 - If the line is non-insitu or if the Operator has requested an end-user site visit and if 

open eir installs the NTU for the Operator in this exchange area, then an open eir 

Technician visits end-user premises for NTU Installation (Co-ordinate Appointment 

may be used by Operator if desired).  

7.2.9 - If the line is insitu and if an NGA NTU has previously been installed or if the Operator 

installs the NTU on behalf of open eir in this exchange area, then the open eir 

technician  will only visit the cabinet. If required, the  Operator Technician will visit the 

end-  premises for the NTU installation (Co-ordinate Appointment may be used 

by Operator if desired).  

7.2.10 - Completion Notification sent to the Operator . For FTTC Bitstream Plus VEA this 

notification will include the S-VLAN tag and the VEA Circuit ID in the Bitstream ID 

field.  

- Post-completion Notification sent to Operator when the Order has fully posted  

 

Note 1: In the case of FTTH, the PNN Order will include the necessary downstream steps to 

install the fibre element.  

Note 2: If requested by the end -user, the Operator is responsible for porting their existing 

Telephone number over to the new Standalone service with over- the-top VoIP. 

Note 3: If an address is not included in the Pre -qual file then it will not be available  for the 

provision of NGA Standalone services. 
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7.3 Scenario 2: Migrations FROM SB-WLR or SB-WLR with Bitstream / Line Share / 

NGA Bitstream/ NGA VUA TO Standalone VUA FTTC or Standalone Bitstream Plus 

FTTC  

The PNW Order type allows for the provision of an NGA standalone broadband or VUA 

service from SB-WLR based services. The PNW Order involves the removal of the POTS based 

SB-WLR service and the associated broadband or Line Share service.  

PNW Orders require a port connection to be carried out by the open eir technician at the 

cabinet. If applicable then the open eir 

to install the NTU.  

Prior to submitting the Migration Order types outlined below the ga ining Operator should 

submit the relevant prequal Order (QB) to determine the NGA products available for  

provision on that line.  

Standalone NGA service does not include a wholesale voice service. If the end customer 

requires a voice service then this can be provided by their operator over a VOIP platform.  

In Scenario 2 all migrations are from a  POTS Based line. Therefore, in order to connect to a 

Standalone NGA service the open eir Technician is required to visit the cabinet to connect 

the end-user. 

This order contains the option for the gaining operator to indicate the intention to port out 

order will proceed as per normal process and on receipt of the completio n notification the 

gaining operator must submit a port request via the  Fixed Number Porting Industry database 

 as per the GNP process.  Note the end customer will not have a voice 

service once the PNW is technically completed in the field until such time as their service 

provider initiates the port out process and provides a VOIP service.   

With an LNB order, a status check with Porting XS, will also be carried out to ensure that any 

external port request can proceed.  If the Porting XS status check indicates another port 

request is in progress then the order will be rejected.  

 

The three variants of this scenario are addressed in the following sections.  

 

7.3.1 SB-WLR to Standalone VUA or Bitstream Plus 

In this scenario the PNW Order will replace the SB-WLR POTS based service on the line with a 

standalone VUA or Bitstream Plus service.  

In this scenario there can be no electronic enablements as the end -user is currently insitu for 

a POTS Based service. As the end-user is insitu for POTS Based services they cannot  be insitu 

for Standalone NGA. However, if they have had an NGA NTU previously installed then the 

open eir technician will only be required to visit the cabinet to complete the jumper to 

Standalone NGA. 
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The steps involved in the provision of the PNW Order are listed below.  

 

7.3.1.1  - Determine CLI and UAN  

7.3.1.2 - Submit NLE Order type to determine if NGA NTU was previously installed 

7.3.1.3 - PreQual Line based on CLI - Submit (QB Order Type)PreQual Completion 

Notificat ion returns list of available products  

7.3.1.4 - Submit (PNW Order Type) to provision VUA SA/Bitstream Plus SA/FTTC Bitstream 

Plus VEA 

- Request Appointment 

- Option to Request Multicast  (MCASTTV)  not available for FTTC Bitstream Plus VEA 

 If ordering FTTC Bitstream Plus VEA, WEIL and SAB Circuit IDs must be 

specified. Each FTC Bitstream Plus VEA order will require selection of a 

unique S-VLAN tag. This may be specified by the Operator at order on 

the UG, or will be assigned by open eir and returned to the  Operator as 

part of the completion notification along with the FTTC VEA Circuit ID  

 Option to request Circuit or Traffic Based QoS when ordering Bitstream 

Plus VEA fixed rate product 

-Option to request a number to be ported out 

 

 

The acceptance notification will inform the Operator of the type of appointment required.  

 Note: Appointment can be modified (before COB of day prior to appointment  or 

before COB two days before if using the Enhanced Provisioning process (0) 

7.3.1.5 - Port Activated Electronically & BI Notification sent to Operator  

7.3.1.6 - POTS Based Loss Notification sent to losing Operator  

7.3.1.7 - open eir Technician Site visit to cabinet fo r Port connection  

open eir technician will generally call the contact number prior to service being 

disconnected from cabinet.  

7.3.1.8 - If there was no NGA NTU previously installed or if the Operator has requested an 

end-user site visit and if open eir installs the NTU for the Operator in this exchange 

area, then an open eir Technician visits end-user premises for NTU Installation (Co-

ordinate Appointment may be used by Operator if desired).  

If an NGA NTU has previously been installed or if the Operator installs the NTU on 

behalf of open eir in this exchange area, then the open eir technician will only visit 

the cabinet and  an Operator Technician , if required,  

NTU installation (Co-ordinate Appointment may be use d by Operator if desired).  
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7.3.1.9 - Completion Notification sent to the Operator . For FTTC Bitstream Plus VEA this 

notification will include the S-VLAN tag and the VEA Circuit ID in the Bitstream ID 

field.  

- Post-completion Notification sent to Operator when the Order has fully posted  

 

 

7.3.2 SB-WLR with ADSL Bitstream/Bitstream Plus or Line Share to Standalone VUA or 

Bitstream Plus 

In this scenario the PNW Order will replace the SB-WLR and ADSL Bitstream / Bitstream Plus 

or Line Share service with a standalone VUA or Bitstream Plus product.  

In this scenario there can be no electronic enablements as the end-user is currently insitu for 

a POTS Based service. As the end-user is insitu for POTS Based services they cannot  be insitu 

for Standalone NGA. However, if they have had an NGA NTU previously installed then the 

open eir technician will only be required to visit the cabinet to complete the jumper to 

Standalone NGA. 

 

The steps involved in the provision of the PNW Order are listed below. 

 

7.3.2.1  - Determine CLI and UAN  

7.3.2.2 - Submit NLE Order type to determine if NGA NTU was previously installed 

7.3.2.3 - PreQual Line based on CLI - Submit (QB Order Type). PreQual Completion 

Notification returns list of available products  

7.3.2.4 - Submit (PNW Order Type) to provision VUA SA/Bitstream Plus SA/FTTC Bitstream 

Plus VEA SA 

- Request Appointment 

- Option to Request Multicast  (MCASTTV)- not available for FTTC Bitstream Plus VEA 

 If ordering FTTC Bitstream Plus VEA, WEIL and SAB Circuit IDs must be 

specified. Each FTC Bitstream Plus VEA order will require selection of a 

unique S-VLAN tag. This may be specified by the Operator at order on 

the UG, or will be assigned by open eir and returned to the Operator as 

par t of the completion notification along with the FTTC VEA Circuit ID  

 -Option to request Circuit or Traffic Based QoS when ordering Bitstream 

Plus VEA fixed rate product 

 

The acceptance notification will inform the Operator of the type of appointment require d. 
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 - Note: Appointment can be modified (before COB o n working day prior to 

appointment  

the appointment under the Enhanced Provisioning process, Appendix 16  ) 

7.3.2.5 - Pending Loss notification generated to ADSL Bitstream or Line Share or PB NGA  

-   (currently 6 hours)  

7.3.2.6 - Port Activated electronically & BI Notification sent to Operator  

7.3.2.7 - POTS Based Loss Notification sent to Losing Operator (Bitstream / Line Share 

notification also sent as applicable)  

7.3.2.8 - If ADSL Bitstream or Line Share then site visit to Exchange to remove existing BS/LS 

connection will be carried out after the NGA service has been enabled.   

- open eir Technician Site visit to Cabinet for Port Connection  

open eir technician will generally call the contact number prior to service being 

disconnected from cabinet.  

7.3.2.9 - If there was no NGA NTU previously installed or if the Operator has requested a n 

end-user site visit and if open eir installs the NTU for the Operator in this exchange 

area, then an open eir Technician visits end-user premises for NTU Installation (Co-

ordinate Appointment may be used by Operator if desired). . 

7.3.2.10 - If an NGA NTU has previously been installed or if the Operator installs the NTU on 

behalf of open eir in this exchange area, then, if required,  an Operator Technician 

r NTU installation (Co-ordinate Appointment may be 

used by Operator if desired).  

7.3.2.11 - Loss Notification to ADSL/LS/PB BGA Operator  

7.3.2.12 - Completion Notification sent to the Operator   

- Post-completion Notification sent to Operator when the Order has fully posted  

 

 

7.3.3 SB-WLR with POTS Based NGA to Standalone VUA or Bitstream Plus 

If POTS based NGA broadband services are also on the line the PNW Order will replace the 

current services with a standalone broadband , VUA service or FTTC Bitstream Plus VEA 

service. 

In this scenario there can be no electronic enablements as the end -user is currently insitu for 

a POTS Based NGA service. As the end-user is insitu for a POTS Based NGA service they 

cannot  be insitu for Standalone NGA. However, in this instance they will have had an NGA 

NTU previously installed so the open eir technician will only be required to visit the cabinet to 

complete the jumper to Standalone NGA.  

 

The steps involved in the provision of the PNW Order are listed below. 
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7.3.3.1  - Determine CLI and UAN  

7.3.3.2 - Submit NLE Order type to determine if NGA NTU was previously installed 

7.3.3.3 - PreQual Line based on CLI - Submit (QB Order Type) PreQual Completion 

Notification returns list of available products  

7.3.3.4 - Submit (PNW Order Type) to provision VUA SA/Bitstream Plus SA 

- Request Appointment (to co-ordinate installations)  

- Option to request Multicast  (MCASTTV)- not available for FTTC Bitstream Plus VEA 

 If ordering FTTC Bitstream Plus VEA, WEIL and SAB Circuit IDs must be 

specified. Each FTC Bitstream Plus VEA order will require selection of a 

unique S-VLAN tag. This may be specified by the Operator at order on 

the UG, or will be assigned by open eir and returned to the Operator as 

part of the completion notification along  with the FTTC VEA Circuit ID 

 -Option to request Circuit or Traffic Based QoS when ordering Bitstream 

Plus VEA fixed rate product 

The acceptance notification will inform the Operator of the type of appointment required  

 - Note: Appointment can be modified (before COB of day prior to appointment  or 

before COB two days before if using the Enhanced Provisioning process (Appendix 

16  )) 

7.3.3.5 - PB NGA Pending Loss notification generated  

-   (currently 6 hours)  

7.3.3.6 - Port Activated electronically & BI Notification sent to Operator  

7.3.3.7 - Loss Notification for POTS based service and NGA broadband service sent to losing 

Operator (s)   

7.3.3.8 - open eir Technician Site visit to Cabinet for Port Connection  

open eir technician will generally call the contact number prior to service being 

disconnected from cabinet.  

7.3.3.9 - Completion Notification sent to the Operator  

- Post-completion  Notification sent to Operator when the Order has fully posted  
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7.4 Scenario 3: Migrations FROM ULMP TO Standalone VUA FTTC or Standalone 

Bitstream Plus FTTC or moving Standalone NGA from one Operator to another 

 

The PNO Order type allows for the provision of an NGA standalone broadband or VUA 

service from ULMP based services. This order type also allow the migration of Standalone 

NGA services from one Operator to another  

In the case of ULMP to Standalone NGA the PNO Orders require a port connection to be 

carried out by the open eir technician at the cabinet. If applicable then the open eir 

 

The migration of Standalone NGA between Operators is essentially an electronic process.  

Prior to submitting the Migration Order types outlined below the gaining Operator should 

submit the relevant prequal Order (QB) to determine the NGA products available for  

provision on that line.  

Standalone NGA service does not include a wholesale voice service. If the end customer 

requires a voice service then this can be provided by their operator over a VOIP platform.  

 

Inter-Operator migrations are not supported for  migrations to or from the FTTC Bitstream 

Plus VEA products.  A cease and provide is required.  

 

The two variants of this scenario are addressed in the following sections.  

 

7.4.1 Migrations FROM ULMP TO Standalone VUA /  Bitstream Plus (Inter and Intra 

Migration supported with this process . FTTC Bitstream Plus VEA Inter Migrations are 

not supported in this process. ) 

In this scenario the PNO Order will remove the ULMP service on the line with a standalone 

VUA or Bitstream Plus service.  

The steps involved in the provision of the PNO Order are listed below. 

 

7.4.1.1  - Determine CRN and UAN  

7.4.1.2 - Submit NLE Order type to determine if NGA NTU was previously installed 

7.4.1.3 - PreQual Line based on CRN - Submit (QB Order Type). PreQual Completion 

Notification returns list of available products  

7.4.1.4 - Submit (PNO Order Type) to provision VUA SA/Bitstream Plus SA 

- Request Appointment 

- Option to Request Multicast  (MCASTTV) not available for FTTC Bitstream Plus VEA 
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 If ordering FTTC Bitstream Plus VEA, WEIL and SAB Circuit IDs must be 

specified. Each FTC Bitstream Plus VEA order will require selection of a 

unique S-VLAN tag. This may be specified by the Operator at order on 

the UG, or will be assigned by open eir and returned to the Operator as 

part of the completion notification along with the FTTC VEA Circuit ID  

 Option to request Circuit or Traffic Based QoS when ordering Bitstream 

Plus VEA fixed rate product 

 

The acceptance notification will inform the Operator of the type of appointment required  

7.4.1.5 - Note: Appointment can be modified (before COB of working day prior to 

appointment  

the appointment  under  the Enhanced Provisioning process - Appendix 16  ) 

7.4.1.6 - Port Activated electronically & BI Notification sent to Operator  

7.4.1.7 - ULMP Loss Notification sent to Losing Operator 

7.4.1.8 - open eir site visit to Exchange to remove existing ULMP connection will be carried 

out after the NGA service has been enabled. 

  - open eir technician site visit to cabinet for Port connection  

open eir technician will generally call the contact number prior to service being 

disconnected from cabinet.  

7.4.1.9 - If there was no NGA NTU previously installed or if the Operator has requested an 

end-user site visit and if open eir installs the NTU for the Operator in this exchange 

area, then an open eir Technician visits end-user premises for NTU Installation (Co-

ordinate Appoi ntment may be used by Operator if desired).  

- Completion Notification sent to Gaining Operator  

7.4.1.10 - If an NGA NTU has previously been installed or if the Operator installs the NTU on 

behalf of open eir in this exchange area, then an Operator Technici an visits 

-ordinate Appointment may be used by 

Operator if desired).  

7.4.1.11 - Completion Notification sent to Gaining Operator  

7.4.1.12  Post-completion Notification sent to Gaining Operator when the Order has fully 

posted 

 

7.4.2 Migration FROM Standalone VUA /  Bitstream Plus TO Standalone VUA /  Bitstream 

Plus (different Operator)  

Within FTTC or within FTTH, the migration from one standalone product to another using the 

customer is insitu for Standalone NGA services and the port is already connected in the 
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cabinet , and for FTTC , then the 

Order can be handled as a soft migration.   

 

7.4.2.1  - Determine CRN and UAN  

7.4.2.2 - PreQual Line based on CRN - Submit (QB Order Type) 

7.4.2.3 - PreQual Completion Notification returns list of available products  

7.4.2.4 - Submit (PNO Order Type) to provision VUA SA/Bitstream Plus SA 

- Option to Request Multicast  (MCASTTV) 

The acceptance notification will inform the Operator of the type of appointment required  

 

7.4.2.5 - Port Activated electronically & BI Notification sent to Operato r 

7.4.2.6 - Loss Notification sent to Losing Operator  

7.4.2.7 - Completion Notification sent to Gaining Operator  

- Post-completion Notification sent to Gaining Operator when the Order has fully 

posted 

Note 1: If requested by the end -user, the gaining Operator is responsible for porting their 

existing Telephone number over to the new Standalone service. 
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7.5 SB-WLR with POTS Based  FTTC Vua/Bitstream Plus to FTTC Standalone VUA or 

Bitstream Plus 

The PNS Order type allows for the provision of an NGA standalone broadband or VUA service 

from SB-WLR based services. The PNS Order involves the removal of the POTS based SB-WLR 

service and the associated broadband or Line Share service.  

The PNS Order will provision the NGA standalone or VUA order first and allow the order to 

complete.  There is a post completi on task required for the technician to disconnect the line 

at the cabinet.   

Prior to submitting the PNS Order type outlined below the gaining Operator should submit 

the relevant prequal Order (QB) to determine the NGA products available for  provision on 

that line.  

Standalone NGA service does not include a wholesale voice service. If the end customer 

requires a voice service then this can be provided by their operator over a VOIP platform.  

 

This order contains the option for the gaining operator to indicate the intention to port out 

he PNS 

order will proceed as per normal process and on receipt of the completion notification the 

gaining operator must submit a port request via the Fixed Number Porting Industry database 

mer will not have a voice 

service once the PNS is technically completed in the field until such time as their service 

provider initiates the port out process and provides a VOIP service.  

 

The PNS Order will replace the current POTS based Bitstream Plus/Vua service with a 

standalone VUA service or FTTC Bitstream Plus VEA service. 

 

In this scenario the transfer of the Vua/Bitstream Plus to the standalone happens on 

completion of the PNS order.  There is no requirement for the open eir technician to visit the  

premises as the end-user was in-situ for a POTS Based NGA service and had an NGA NTU 

previously installed.  There is a post completion task associated with this order where an 

open eir technician has to unjumper the actual Pots line at the exchange  after the PNS has 

completed.  Unless the line is unjumpered at the cabinet the line voltage reading is incorrect.  

 

The steps involved in the provision of the PNS Order are listed below. 

7.5.1  - Determine CLI and UAN  

7.5.2 - Submit NLE Order type to determine if NGA NTU was previously installed 
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7.5.3 - PreQual Line based on CLI - Submit (QB Order Type) PreQual Completion 

Notification returns list of available products  

7.5.4 - Submit (PNS Order Type) to provision VUA SA/Bitstream Plus SA 

7.5.5 - PB NGA Pending Loss notification generated  

-   

7.5.6 - Port Activated electronically & BI Notification sent to Operator  

7.5.7 - Loss Notification for POTS based service and NGA broadband service sent to losing 

Operator(s)   

7.5.8 - Completion Notification sent to the Operator  

7.5.9- Post-completion Notification sent to Operator when the Order has posted  

Notes:  

- While the service has been transferred on completion of the PNS order.  There is a 

requirement for the open eir technician to visit the cabinet to complete the 

unjumper.  It is the responsibility of an operator / service provider to ensure that 

while awaiting the unju mpering task to complete, to refrain from running a MELT line 

test and/or raising a fault, as these will be rejected.  This is because the MELT test 

will return an incorrect result due to the line voltage value until the unjumpering task 

is complete.  

- Co-ordinated appointments are not facilitated on this order  

- If a customer reports a fault and the unjumper is still in place operators are asked to 

contact the open eir customer care centre for this to logged.  

-  If the operator / service provider wishes to rest ore the POTS based service (PWU 

initial PNS order has completed, otherwise the PWU order will be rejected.  

 

7.6 Porting  

Porting is the action where an end user telephone numb er is transferred to another operator 

network. This may impact the broadband service as an active broadband service may be 

ceased or if there is an order in progress and a request to port out the number is received, 

the pending order will be cancelled.   

If Porting XS is involved, the tables below provide a guideline as to the rules relating to what 

services remain depending on what is requested to port out of open eir and the second table 

outlines how pending order activity will be treated if a port request  is received. 

 

Ref  
End Customer 

Activity  

Recipient 

Operator 

Activity  

Donor Operator 

 

Recipient 

Operator 
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1 

End customer 

with a telephone 

number 

The end customer 

decides to move this 

telephone number to 

another Operator 

Network 

Operator places 

a port request 

via Porting XS 

for  that 

required 

number 

All services 

associated with 

that number are 

ceased. 

Number is 

ported in.  

2 

End customer 

with standalone 

plus VOIP 

The end customer 

decides to move this 

telephone number to 

another Operator 

Network 

Operator places 

a port request 

via Porting XS 

for that required 

number 

The number is 

ported and the 

standalone 

service remains 

Number is 

ported in.  

3 

End customer 

with POTS based 

broadband 

service 

The end customer 

decides to move 

their telephone 

number to another 

Operator network  

Operator places 

a port request 

via Porting XS 

for  that 

required 

number 

All services 

associated with 

that number are 

ceased. 

Number is 

ported in.  

Table 6 Guidelines outlining treatment of bitstream service when number is ported out  
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The table below details what will occur when a port request is received from Porting XS and 

there is already a pending order in progress for that telephone number.   

 

Ref Pending Order on a 

Telephone Number 

What to do with a pending 

order when a  Porting XS 

request is received  before 

order completion of the 

pending order  

 

Response to Porting 

XS request 

1 
PNW  Provide 

NGA from WLR 

G flag = do not cancel 

pending order  

 Reject Message  

due to order in 

progress 

G Flag however staying 

with same Operator = 

cancel pending order  

Acceptance  

Message - port 

request to  

proceed 

No G flag = cancel 

pending order  

Acceptance  

Message - port 

request to  

proceed 

2 

PSG  Provide 

soft migration 

to GLUMP from 

LSH 

Do not cancel the 

pending order  

 Reject Message  

due to order in 

progress 

3 PUG  Provide 

GLUMP 

Do not cancel the 

pending order  

 Reject Message  

due to order in 

progress 

4 PW  Provide 

WLR 

Do not cancel the 

pending order  

 Reject Message  

due to order in 

progress 

5 PWB  Provide 

WLR and 

Bitstream 

Do not cancel the 

pending order  

 Reject Message  

due to order in 

progress 

6 

PWG - Provide 

WLR and GNP 

from ULMP and 

NGA 

If staying with the same 

Operator = cancel the 

order 

Acceptance  

Message - port 

request to  

proceed 

If switching Operator =  Reject Message  

due to order in 
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Ref Pending Order on a 

Telephone Number 

What to do with a pending 

order when a  Porting XS 

request is received  before 

order completion of the 

pending order  

 

Response to Porting 

XS request 

do not cancel the order  progress 

7 PVP  Provide 

VoIP (PVN will 

follow the 

same rules as 

PVP.) 

Cancel the pending 

order  

Acceptance  

Message - port 

request to  

proceed 

8 PPW  Provide 

POTS based 

NGA and WLR 

from ULMP and 

NGA 

Cancel the pending 

order  

Acceptance  

Message - port 

request to  

proceed 

9 PNO  Provide 

NGA from 

Other  

Cancel the pending 

order  

Acceptance  

Message - port 

request to  

proceed 

10 PWU - Provide 

WLR from 

ULMP and NGA 

Not applicable  Not applicable  

11 

PWV - Provide 

WLR from VoIP 

If staying with the same 

Operator = cancel the 

order 

Acceptance  

Message - port 

request to  

proceed 

If switching Operator = 

do not cancel the order  

 Reject Message  

due to order in 

progress 

12 PWX - Provide 

WLR and 

transfer 

Broadband  

Do not cancel the 

pending order  

 Reject Message  

due to order in 

progress 

13 Fault Order  Cancel the fault 

resolution if the Port is 

immediate (within the 

Acceptance  Message - 

port request to  

proceed 
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Ref Pending Order on a 

Telephone Number 

What to do with a pending 

order when a  Porting XS 

request is received  before 

order completion of the 

pending order  

 

Response to Porting 

XS request 

new porting standard 

timescale of seven 

working hours) or if the 

date and time is defined 

and is less than 'X' 

working days. NOTE: 

open eir suggestion is 'X' 

equals two working days.  

Table 7 Outco me of a Porting XS port request with a pending order in progress.  
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Section 8  Logical Circuit Orders  

This section covers the processes for ordering the NGN logical circuits available to support 

NGA: 

 BPU - Bitstream Plus Unicast 

 BPM - Bitstream Plus Multicast  (up to a maximum of 32 concurrent 

Multicast Group Addresses per Internet Group Management Protocol 

(IGMP) User) 

 BPE - Bitstream Plus multicast to an Exchange 

 VAU - Virtual unbundled Access Unicast 

 VAM - Virtual unbundled Access Multicast  (Note: VAM logical connection 

is not needed if BPE is already in place but not vice versa. i.e. Multicast 

connectivity can be shared between Bitstream Plus and VUA but not VUA 

to Bitstream Plus.) 

 

8.1 Pre-requisites for Logical Circuit Orders  

The operator must have a WEIL(s) in place and SAB(s) configured. 

In addition, operators wishing to place orders for support of multiple resellers (multi -VPLS) 

must be configured for this on the UG . On request to open eir, separate s  for 

the operator and each of its resellers  will be configured on the UG . Operators with no 

resellers will be assigned to Egress Group 1.  

 

8.2 Bitstream Plus Logical Circuit Order Process  

The Provide Data Circuit (PDC) Order on the Unified Gateway enable s Operators to order 

each of the Logical Circuits f or Bitstream.  

Step (i)   Operator orders unicast service (BPU) per reseller from its specified WEIL12 to 

an exchange area of interest. The operator specifies the required Egress 

Group for the BPU. 

i. This creates a logical connection for unicast traffic through the 

open eir network between the operator handover point and the 

NGN Aggregation node in an open eir exchange.  

ii. Note that the default is for open eir to assign the S-VLAN ID 

presented at the operator handover on the external Network to 

Network interface (E-NNI) port. However the operator may 

                                                           

12 The NGA Technical Handbook provides further guidance on WEILs and NGA NGN nodes. 
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optionally specify the S -VLAN ID presented at the E-NNI for all S-

VLANs on that E-NNI.  

Step (ii)   For unicast resilience, the Operator may optionally order multiple BPU 

logical connections to multiple WEILs for the same BPU access traffic.  

Step (iii)   For multicast, the Operator must then order multicast at the network level 

before individual multicast connectivity to individual exchange areas can be 

ordered. 

Step (iv)   Operator orders Bitstream Plus Multicast (BPM) which requests the creation 

of an MVPN (Multicast IP-VPN) in the open eir core to an Operator specified 

single SAB/WEIL. This is a single once off order per Operator per Multicast 

Reseller.  

i. Note that the operator determines if the SAB is shared with Unicast 

or whether a separate dedicated SAB is used for Multicast.  

ii. The operator determines the bandwidth required on the BPM order.  

iii. Note also that the operator should allow some weeks for the 

provision of BPM connections (Section 2.1 Calendar of Event s) as 

the set up of BPM connectivity is a manual process.   

Step (v)   An Operator wishing to support different multicast resellers orders an 

additional BPM per reseller, specifying the required Egress Group .  

Step (vi)   For multicast resilience, the Operator optionally orders a second BPM on a 

separate SAB/WEIL for resilience using its existing MVPN. This circuit carries 

no traffic through the service access point in normal operation. The 

Operator may alternatively use load s haring between its SAB/WEILs. 

Step (vii)   When the BPM delivery notification has been received, t he Operator orders 

BPE multicast logical connectivity to each exchange area of interest.  The 

BPE     

Step (viii)   The Operator has the option of ordering additional BPE logical connectivity 

to each exchange to support different multicast resellers.  

 

8.3 VUA Logical Circuit Order Process 

 

The Provide Data Circuit (PDC) Order on the Unified Gateway enable s Operators to orde r 

each of the logical circuits for VUA.  

Step (i)   For unicast, the Operator orders the Virtual Unbundled access Unicast (VAU) 

logical connectivity from its specified WEIL at the NGN Agg Node in an 

exchange of interest.  

i. The default is for open eir to assign the S-VLAN ID presented at the 

operator handover on the external Network to Network interface (E -
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NNI) port. However the operator may optionally specify the S -VLAN 

ID presented at the E-NNI for all S-VLANs on that E-NNI. 

Step (ii)   For multicast, the operator then orders a VA M or BPE circuit for each NGA 

exchange in scope. 

Step (iii)   For multicast resilience, the operator may order an additional VAM or BPE 

circuit to a different WEIL  

Step (iv)   If an Operator wishes to support different multicast resellers, then a 

separate VAU is a pre-requisite fo r an associated VAM order per reseller. The 

operator selects the required Egress Group for each VAM order.   
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Section 9  In-life Management  

9.1 Cease Bitstream-Plus / VUA 

A Cease request is an Order on the Unified Gateway for the removal of the Bitstream Plus or 

VUA service from the end-user. There are two cease Order types on the UG for NGA services, 

the CEN Order type is utilised for ceasing Standalone NGA and the CNP Order is utilised for 

POTS-Based ceases. Both Order types are available via GUI, FTP and Web Services 

channels. 

9.1.1 Cease of Standalone Bitstream Plus / VUA Services 

It is a pre-requisite that the Standalone Bitstream Plus / VUA service is with the Ceasing 

Operator. The process for ceasing Standalone is as follows:  

 

Step (i)   Operator selects CEN Order type  

The Universal Account Number (UAN) and the CRN (with STD of 88XX) is 

utilised to identify the individual end -user service in the TELE_NO tag.  

The next working day is the default setting  for the cease. 

Step (ii)   Operator submits the CEN Order type on the Unified Gateway  

Step (iii)   The Unified Gateway validates the Order and returns an acceptance / 

rejection notification  

Step (iv)   The cease is implemented by the Unified Gateway on the next working day.  

Step (v)   The Unified Gateway returns a completion notification and billing for that 

service stops on that date.   

 

9.1.2 Cease of POTS-Based Bitstream Plus / VUA Services 

It is a pre-requisite that the POTS-Based Bitstream Plus / VUA service is with the ceasing 

Operator. The process outlined in this section refers to ceasing the Bitstream Plus / VUA 

element of the POTS-Based service only. The SB-WLR element is ceased through the normal 

SB-WLR cease process as outlined in the SB-WLR IPM. The NGA element must be ceased 

before the POTS can be ceased.  

 

There are two scenarios for ceasing the Bitstream Plus / VUA element of the POTS-Based 

service but both utilise a similar ceasing process. The two scenarios are:  

 

1.  The Operator wishes to cease the service on a line for an existing account (Cease 

 

2.  -WLR/PSTN service being 

 see notes below.  
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The ceasing process is as follows:  

 

Step (i)   Operator selects CNP Order type   

The telephone number is utilised to identify the individual end -user service to 

be ceased 

The next working day is the default setting  for the cease. 

The Operator selects the cease type   

Step (ii)   Operator submits the CNP Order type  on the Unified Gateway  

Step (iii)   The Unified Gateway validates the Order and returns an acceptance / 

rejection notificat ion 

Step (iv)   The cease is implemented by the Unified Gateway on the next working day.  

Step (v)   The Unified Gateway returns a completion notification and billing for that 

service stops on that date.   

 

 

Note: Processes for cessation of Bitstream Plus / VUA and SB-WLR Service 

 

There are two circumstances where a cease of Bitstream Plus / VUA service is required in 

order to facilitate PSTN / SB-WLR service cessation, these are as follows: 

 

1.  If an end-user wishes to cease a line where a Bitstream Plus / VUA service exists with a 

different operator, the SB -WLR/PSTN Operator must ask the end-user to cease the 

underlying Bitstream service first SB-WLR/PSTN can be ceased.  This process is intended 

cease type on the Unified Gateway.  

2.  In reference to a clause in the Bitstream Access Reference Offer, there may be instances 

where an end-user's SB-WLR/PSTN account may be terminated by open eir and/or 

Operator. For example, due to non -payment of SB-WLR/PSTN by the end user. The 

process for dealing with this scenario is as follows:  

 The SB-WLR/PSTN Operator received a failed order response to a cease 

SB-WLR/PSTN order. The failed order response indicates that there is an 

"NGA Service on the line" 

 In cases where the Bitstream Plus / VUA service is not with the SB-

WLR/PSTN Operator then the SB-WLR/PSTN Operator requests the Open 

eir Customer Care Centre oeCCC ) to cease the Bitstream Plus / VUA 
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service on the line as they wish to cease the underlying SB-WLR/PSTN 

service.  

 oeCCC will instruct the relevant Operator to cease the Bitstream Plus / 

VUA Service within 4 working days as the underlying SB-WLR/PSTN 

service is being ceased.  

 The Operator raises a T type CNP cease order, with a required by date 

of 1 working day, on the UG. This automatically ceases the billing and 

the Bitstream Plus / VUA service.  

 When the Operator ceases the Bitstream Plus / VUA service - oeCCC  

then notifies the SB-WLR/PSTN operator that the Bitstream Plus / VUA 

service is ceased. The SB-WLR/PSTN service can then be ceased. 

 If the Bitstream Plus / VUA service is not ceased by the Operator (i.e. the 

T type CNP cease is not raised/completed) within 4 working days then 

open eir will cease the Bitstream Plus / VUA service on behalf of the NGA 

Service Operator after day 4.  

 oeCCC notifies NGA Service Provider that they are ceasing the 

Bitstream Plus / VUA service on their behalf (via phone call and email).  

 oeCCC team leader raises a T type CNP cease on the NGA Service 

-WLR/PSTN operator 

via email that the Bitstream Plus / VUA service is now ceased.  

 

9.2 Cancel Order  

This Order type is not specific to NGA Bitstream Plus / VUA Orders. This Order type will work 

for all UG product sets with the details provided below being specific to the Bitstream Plus / 

VUA services. The Cancel Order (CO) will remove Bitstream Plus / VUA once the original 

Order has been accepted. However, the Order can only be cancelled prior to appointment 

date at the latest.    

 If the Order has reached delivered stage and the exchange work has 

already been completed then a cease Order will need to be s ubmitted 

instead and the CO Order will be rejected.  

 A cancellation of a Cease Order Bitstream Plus / VUA can only be 

submitted if the required by date for the cease Bitstream Plus / VUA 

Order is more than 1 working day in the future.  

 A cancellation is not possible on a Transfer between existing NGA 

services on the UG as they are immediate. 

 

The UG Order code for a cancel is the CO Order type  and it is available via GUI, FTP and 

Web Services channels. The process is as follows: 



NGA Industry Process Manual  

20/05/2018  Final Version 13 80 

 

Step (i)   Operator submits the CO Order  type  on the Unified Gateway . 

Step (ii)   The Order Number is utilised to identify the UG order to be cancelled.  

Step (iii)   The Unified Gateway validates the order and returns an acceptance / 

rejection notification  

Step (iv)   The Unified Gateway returns a completion notification indicating  the 

original order was cancelled.  

 

9.3 Change Bitstream Plus / VUA Services  

The Change Bitstream Plus / VUA Order type allows Operators to modify the existing NGA 

Bitstream Plus / VUA service. The CHN Order is available via GUI, FTP and Web Services and 

provides Operators with the capability to : 

 

 Add or remove multicast on the end-  

 Change the Egress group on an end-  

 Change the SLA on an end-  

 Intra -operator move between PB-VUA and PB Bitstream Plus 

 Intra -operator move between SA-VUA and SA Bitstream Plus 

 Upgrades from a lower speed FTTH product  to higher speed FTTH product  

 Downgrades from a higher speed FTTH product  to lower speed FTTH product   

 Upgrades from a lower speed FTTC Bitstream Plus VEA product to a higher speed 

FTTC Bitstream Plus VEA product 

 Downgrades from a higher speed FTTC Bitstream Plus VEA product to a lower speed 

FTTC Bitstream Plus VEA product 

 Add or remove QoS option on the FTTC Bitstream Plus VEA product 

 Change the QoS option on the FTTC Bitstream Plus VEA product 

The addition of Multicast is added via the BAS Code (Bitstream Additional Service) on the 

CHN Order type. Once the BAS_Code is set to MCASTTV, the profile must be set to Stable 

Profile. If the BAS Code is blank then the profile must be Rate adaptive. Operators also have 

the ability to obtain a non -rate adaptive fixed rate profile even though they are not availing 

of Multicast. This can be achieved by setting the BAS Code to Stable Profile (HISTABLE). 

 

It is important to note that the full details of the  service must be submitted when 

submitting a CHN order. E.g. the Service Type, the Egress Group if relevant and Multicast if 

relevant. (A CHN will remove the multicast if a change order is submitted and there is no 

Multicast specified. ) 
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Notes:  When a CHN order is submitted, the Rate adaptive and the Stable profiles available 

are based on the up to date pre-qual result.  

The CPN Order type described in the Fault Handling section 11.8.6 allows Operators 

to change profiles for individual customers.  

 

 

9.4 Upgrade Orders and Downgrade Orders on Bitstream Plus / VUA 

There is only one variant of the Bitstream Plus / VUA service for FTTC. There are 3 product 

variants (based on profiles)  of Bitstream Plus / VUA for FTTH. It is expected that an end -user 

may be in scope for either FTTC, FTTH or both . Within FTTC there is no concept of upgrades 

or downgrades. However, as outlined in section 9.3 there are upgrades and downgrades  

within the FTTH  product.  There are no upgrades or downgrades between FTTC and FTTH.   

End-users that wish to move from ADSL based Bitstream service to FTTC /  FTTH, move 

between FTTC and FTTH or move between Bitstream Plus and VUA should utilise the 

migration processes outlined in Section 7 as appropriate.  

 

9.5 Move standalone NGA Address (MNA) 

The MNA order can be used13 where a single end user wishes to move from standalone FTTC / 

standalone ADSL to standalone FTTC at a new address with the same operator . It is intended 

that the cease and provide is completed on the same day. In the event that the provision at 

the new address cannot be completed on the same day, then the cease will be rolled back 

and service restored at the original address.  

9.6 Move POTS Based NGA Address (MWB) 

The Move WLR with Optional Broadband Service (MWB) order can be used13 to move POTS 

service to a new address with the same operator. Moves from the original address with no 

broadband, ADSL, FTTC or lineshare to the same / different broadband service at the new 

address are supported. If the customer wishes to retain the PB number, the Move has to be 

informed on the order and has to be in the same exchange, otherwise the move can take 

place in any exchange  and a new telephone number will be assigned .  

The MWB order does not support moving VEA service. 

 

                                                           

13 MNA and MWB orders available from March 2018 
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Section 10  Fault Diagnosis  

This section addresses the NGA Access fault diagnosis and the four levels of testing 

available .  

A number of tools have been made available on the UG to assist Operators in trouble 

shooting service issues with their customers. These orders are all accessible on the NGA 

Faults menu on the UG. 

 

 

 

 

 

Figure 3. FTTC Diagnostic Capability  
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Figure 4. FTTH Diagnostic Capability  

 

10.1 Level 1 Testing 

Diagnostic t esting for NGA is available to Operators on the NGA Faults section of the UG. 

  

 Relevant Unified Gateway Order Types  

 TSN (Test synchronisation for NGA)  

 TSH (Test Synchronization History)  

 VDSL FTTC functionality: 

 Querying details of an VDSL Port 

 Querying details of an VDSL Line profile 

 FTTH functionality: 

 Querying the configuration status of an ONT Port 

 Querying the activation and the running status of an ONT 

 Querying details of Line profile  

 Querying parameters of the optical module on the ONT NNI port.  

 Querying the last time the ONT was up / down  

 

 

10.1.1 Test Synchronisation for NGA (TSN)  

Order type TSN NGA on a FTTC connection enables the Operator to test the 

. 

Order type TSN on an FTTH connection will return the status of the remote end ONT. 
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TSN Steps 

Step (i)   Select TSN  Test Synch NGA 

Step (ii)   Enter the CLI (PB FTTC/FTTH) or CRN (SA FTTC/FTTH) of the line to be tested 

Step (iii)   Submit Order TSN 

Step (iv)   The TSN Completion Notification for FTTC returns: 

 Synch Test Date and Time 

 Unique ID 

 Profile Code 

 Result of last complete initialisation  

 Port Status 

 Downstream Attenuation  

 Upstream Attenuation  

 Downstream Noise Margin  

 Upstream Noise Margin  

 Downstream Attainable Bitrate  

 Upstream Attainable Bitrate  

 Downstream Actual Bitrate  

 Downstream delay of channel 1 

 Upstream actual bitrate  

 Upstream delay of channel 1 

 Last synchronisation time  

 Last loss of synch time 

 Duration of present showtime  

 Downstream INP of channel 1 

 Upstream INP of channel 1 

 

Step (v)   The TSN Completion Notification for FTTH returns: 

 Synch Test Date and Time 

 Unique ID 

 Line Profile and Service Profiles 

 Port Status 

 ONT Run Status (Normal (Up and online)/ Down)  

 ONT Admin Status (Up/ Down)  

 MAC address of the Home Gateway connected to the ONT  

 RX Power (Optical power in 0.01dBm)  
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 TX Power (Optical power in 0.01dBm)  

 Last Time Up 

 Last Time Down 

 Last Down Cause  

 Serial Number of the ONT 

 

 

Figure 5. TSN Screenshot for FTTC 
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Figure 6. TSN Screenshot for FTTH 

 

 

10.1.1.1 Explanation of Synchronisation Test terms 

A list of some key terms that need to be understood when using the sync checker (TSN) tool  

is given in Appendix 4  .  

 

The key metrics that should be analysed when running a TSN are the following:  

1. Status 

2. Actual bit rate  

3. Attainable bit rate  

When run in conjunction with a pre -qualification check , 

individual products a customer can currently attain based on the last Pre -qual update for 

that line. If the actual bitrates being returned on the TSN are noticeably different from the 

Pre-qual result then further inve stigation is required. The attainable bitrates can be used for 

additional information purposes but it is important to note that the customer modem can 

influence the attainable rates. For all suspected faults it is essential that the Operator 

ensures that unless otherwise instructed, the end user leaves the modem on for the entire 

duration of the analysis and resolution process. End users should not be advised of the 

Attainable bitrate as this figure is purely for diagnostic purposes only.  
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10.1.2 Test Synchronisation History for  NGA (TSH) 

The TSH Order type can be used to retrieve the results from six previous Test Synchronisation 

(TSN) checks. This information is useful when troubleshooting intermittent or repeat faults.  

 

TSH Steps 

Step (i)   Select TSH  Test Synch History 

Step (ii)   Determine the CLI or CRN of the line to be tested  

Step (iii)   Submit Order TSH 

Step (iv)   The TSH Completion Notification for FTTC returns the results of a previous 

TSN order. 

 

 

10.1.3 Query NGA Details (QND)  

The QND order is a fault diagnostic tool that can be used for the following requirements: 

1) 

upstream speeds. 

2) To check the product onto which a customer is provisioned.  

3) To check product characteristics such as is the product rate adaptive or fixed.  

4) For FTTC, t

lower or perhaps higher qualification. This order type will then enable the Operator 

to change the Profile on the line  (Change Profile NGA in section 11.8.6.) 

 

10.1.3.1 QND FTTC Steps 

Step (i)   Select QND-Query NGA Details 

Step (ii)   Determine the CLI or CRN of the line to be tested  

Step (iii)   Submit Order QND 

Step (iv)   The QND Completion Notification returns  

 Unique ID 

 CLI / CRN 

 Current Profile Code  

 List of Qualified Service with Service Code and Profile Codes  that the line should 

support  
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Figure 7 UG Screenshot of QND (FTTC) 

 

 

10.1.3.2 QND FTTH Steps 

 

Step (i)   Select QND-Query NGA Details 

Step (ii)   Determine the CLI or CRN of the line to be queried  

Step (iii)   Submit Order QND 

Step (iv)   The QND Completion Notification returns  

 Unique ID 

 CLI / CRN 

 Current Profile (e.g. 150M_30M) 

 List of Services and Codes that the line should support (e.g. BPFTH  

150M_30M_F) 

 

 

Figure 8. UG Screenshot of QND (FTTH) 
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10.2 Level 2 Testing 

10.2.1 Test Performance for NGA tests (TPN) 

Order Type TPN (Test Performance for NGA) on the Unified Gateway will allow Operators 

get the per -link statistics for a n FTTx line. 

 

Step (i)   Select TPN-Test Performance for NGA 

Step (ii)   Enter CLI / CRN number 

Step (iii)   Submit TPN Order 

Step (iv)   A unique reference number is provided 

Step (v)   Operator is advised that the results are available in the Order results screen 

in order tracking  

Step (vi)   Select NGA Faults and NGA Fault Tracking 

Step (vii)   Select Test and then Details to see Performance  

 

 FTTC 

 Corrected Blocks 

 Uncorrected Blocks  

 Errored seconds  

 Severely errored seconds  

 CRC errors  

 Separate results for the network side and the customer side  

Each in current 14 15 mins, last (previous) 15 mins and current 24 hours.  

 Number of initialisations (Synchronisation)  

 Number of initialisation failures  

 

 FTTH 

 ONT Port Type (Ge, Gigabit Ethernet)  

 Actual Port Type (Fe/ Ge/Ethernet)  

 Duplex mode (Half/ Full)  

 ONT Port Status  (active / activating / deactive)   

 ONT running status  

 ONT management status (Administration status : Up/Down)  

                                                           

14 

far in the current 15 minutes period or if applicable in the current day / 24 hour period.  
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 ONT Speed 

 Number of transmitted packets  

 Number of received packets 

 

 

10.3 Level 3 Testing  

Level 3 testing is applicable to FTTC only and allows the copper line to be tested . See 0for 

details of these test results. 

state for the different tests and is dependent on end user co -operation.  

10.3.1 Test Line for NGA (TLN) for FTTC services 

Order Type TLN (Test Line for NGA) on the Unified Gateway will allow Operators get detailed 

information on the copper line to assist in NGA FTTC Fault Handling. 

 

TLN FTTC Steps 

Step (i)   Select TLN-Test Line for NGA 

Step (ii)   Select the test type (SELT, DELT or MELT) and ensure that the customer 

modem is in the required configuration for the test  

Step (iii)   The Operator will be advised in the text description as to the correct status 

the modem should be in for the different test type.  

 For SELT test the line will have to be disconnected from the Modem.  

 For DELT tests the modem will have to be connected and powered up. 

 MELT tests are independent of the modem. 

Step (iv)   Selection of the test type will be regarded as confirmation that the modem is 

in the correct s tatus  

Step (v)   Enter the CLI / CRN of the line to be queried  

Step (vi)   Submit Order TLN 

Step (vii)   SELT / DELT / MELT tests results provided as appropriate  

 

 It should be noted that some of these test s are customer/service affecting.  

 

10.3.1.1 SELT (Single End Line Test) Tests for FTTC services 

 SELT (Single End Line Test) is performed by the Line Card in a DSLAM and the test is 

based on a Frequency Domain Reflectometry (FDR) test (Pulse  Echo response 

test). As the distance travelled (pulse + echo) is twice the loop length, the loop limit 

of a SELT is in the region of 3 to 4 Kilometres.  
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 If a modem is connected at the customer end, the modem should be powered off. 

Otherwise the test result will be inaccurate because the signal sent to line by the 

customer end modem seriously impacts the test sign al. 

 SELT enables estimated measurements of Upstream and Downstream Bandwidth , 

(Signal to) Noise Margin and line length.  

 SELT testing can take 40-60 seconds 

 

 

Figure 9 SELT 

 

10.3.1.2 DELT (Dual End Line Test) Tests for FTTC services 

 DELT (Dual-Ended Line Test) is a technology for testing the twisted pair transmission 

line and the DSL physical layer using both the DSLAM and CPE DSL transceiver. 

 DELT results come from interaction between DSLAM and the customer modem and 

therefore have more features and are more accurate than SELT results. 

 DELT enables the measurement of the Upstream and the Downstream attenuation, 

(signal to ) noise margin, maximum bandwidth and transmit power.  

 DELT is applicable to both standalone and POTS based FTTC 

 DELT testing can take up to 2 -3 minutes 
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Figure 10 DELT 

10.3.1.3 MELT (Metallic Line Test) Tests for FTTC services 

 A MELT (Metallic Line Test) is basically the same as the existing TLC test (Test Line 

Characteristics for POTS) with the test head located on the DSLAM Line Card.  

 MELT enables the measurement of AC voltages, DC voltages, insulation resistance 

and capacitance on a copper line.  

 Using MELT, technicians can trace and isolate faults on a copper line.  

 The customer modem should be powered-off and preferably disconnected from the 

line to obtain a valid result.  

 MELT is only applicable to standalone FTTC. However for POTS based NGA, the MELT 

test will run a similar test (TLC) of the copper from the exchange. 

 MELT testing can take 20-30 seconds 

 

 

10.3.2 Test Line History for NGA (TLH) for FTTC services 

An additional History Order Type TLH (Line Test History for NGA) is available on the Unified 

Gateway.  

 This Order Type will return SELT/  DELT/  MELT line test histories as specified by the 

Operator.  

 

10.4 Level 4 Testing  Port Reset (RN) of ONT / VDSL Port 

A new order type RN (Reset NGA) is available as part of the NGA Fault handling menu. This 

order type is for single lines only. 
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 An RN Order will result in the resetting of:  

 The VDSL port on the DSLAM for FTTC services 

 The ONT port for FTTH services 

 The CLI/CRN number of the line must be submitted. 

 The line will be validated as being FTTH or FTTC, no other type will be allowed. 

 

 RN Steps 

Step (i)   Select RN-Reset NGA Line 

Step (ii)   Enter CLI / CRN  

Step (iii)   Submit Order  

Step (iv)   A Rejection, Accept, Completion or Undeliverable Notification response will 

be provided to the Order . Completion Notification confirms that the port has 

been reset 
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Section 11  Fault Reporting and Fault Repair  

11.1 Introduction  

This section covers the following main Level 2 fault management processes. Level 1 Fault 

Management fault management process which must include fault 

diagnosis from 0, which open 

eir prior to raising a fault to open eir.  

 It describes the post provisioning process for dealing with operational issues relating 

to in-service NGA VUA and Bitstream Plus service.  These items include fault 

reporting, fault handling and fault resolution proc edures for the NGA VUA and 

Bitstream Plus product.   

 It details areas of demarcation for the determination of responsibility and initiation 

of correct fault diagnosis. 

 It outlines the definitions used and the fault management information, which needs 

to be passed by Operators/ open eir to isolate, resolve and close incidents/faults.   

 It also details the high level process to be followed in reporting and monitoring the 

progress of a fault.  

 It sets out specific information required and forms to be used when reporting a fault 

to another operator.  

 Escalation procedures to be added in a later draft .   

This section does not contain an exhaustive list of all possible scenarios/contingencies in the 

fault management process  

For the purposes of this Industry Process Manual faults/incidents relate to the NGA VUA and 

Bitstream Plus product.  Faults/incidents relating to services, which operate over the NGA 

VUA and Bitstream Plus product, are deemed to be the responsibility of the relevant 

Operator and outside the scope . 

General inquiries/queries from end users, for which Operators are responsible for resolving, 

are excluded from the Industry Process Manual.  

The following topics are covered: 

 Principles of NGA Fault Management  

 Objectives of the Fault Management Process  

 Fault Management Definitions  

o Incident  

o Fault 

o Repair 

FFaauulltt

RReeppoorrttiinngg
FFaauulltt

IIssoollaattiioonn
FFaauulltt

RReeppaaiirr
FFiinnaall TTeesstt//
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o Incident/Fault notification  

o Trouble ticket 

o Tier 1 Fault Analysis  

o Tier 2 Fault Analysis  

o NGA VUA and Bitstream Plus service and Fault Management Demarcation Points 

o Fault Handling Tools available on the UG 

o Fault Management Contacts  (later edition)  

o Level 2 Fault Management processes 

o Escalation Guidelines  (later edition)  
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Figure 11 Fault Management  Flow 



 

NGA Industry Process Manual  

20/05/2018  Final Version 13 97 

 

11.2 Principles of NGA Fault Management  

It is a fundamental  principle that an Operator must prove any fault out of its own network 

before reporting the fault to open eir. All network outages are notified to Operators via the 

Alert screen on UG and Operators are also required to ensure that fault s on individual end 

user lines are not raised before correlating against known network faults.  

open eir. open eir will not 

accept a fault report directly from an end user.  

There is a requirement on the Operator to complete the fault diagnosis in Section 10 and to 

complete the industry agreed common set of Tier 1 and Tier 2 Questions (to be agreed with 

Industry) to aid fault diagnosis. 

In the case of POTS based NGA service, when an end user reports a fault to an Operator, the 

Operator must firstly verify with the end user that their normal PSTN service is available.  If it 

is discovered that their PSTN service is not working the Operator should direct their customer 

to their PSTN/SB-WLR Operator. For standalone NGA service, a fault can be reported once 

the Tier 1 and Tier 2 Diagnosis and Questions have been completed.  

open eir may Fault Management 

P -operation is needed as part of the repair .  

The end user must leave their modem and device switched on until instructed when they are 

reporting a fault , to enable the Operator/ open eir to remotely test the line during the Fault 

Management Process. 

 

11.3 Objectives of the Faul t Management Process 

 To outline and gather the mandatory information required to log a n incident/fault  

 To accept a correctly detailed incident/fault from an Operator  (See  Appendix 9    

Fault logging form)  

 To facilitate the isolation, resolution and closure of Operator reported incident/fault  

 To make available to an Operator the status of an incident/fault  

 

11.4 Fault Management Definitions  

 

11.4.1 General enquiry/query  

A general enquiry/query is an interaction between an end user and the Operator, which 

does not concern a loss or degradation of their NGA VUA and Bitstream Plus service  

11.4.2 Incident  

open eir

cause a loss of service to end users. 
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11.4.3 Fault  

A fault is a problem that a

(deteriorating or degraded service) or loss of service (completely dead ).  

 

11.4.4 Dead on Arrival 

Dead on Arrival (DOA) are instances where open eir advised an OAO that the requested  

service was provisioned when, in reality, the service was never provisioned correctly in the 

first instance.  For the avoidance of doubt this excludes all provisioning work  carried out by 

an Operator.  

11.4.5 Early Life Faults 

An Early Life Fault (ELF) is a fault  which is reported in the 28 day period following the 

provisioning and is localised and cleared to the open eir network elements impacted by the 

provisioning  process. This will include faults relating to Dead on Arrival.  

11.4.6 Repeat Faults 

Repeat Faults are faults which are not the result of a separate network failure, occurring 

within 28 days of the original fault being cleared.  A Repeat Fault is defined as 2 or more 

related faul -

day period.  

11.4.7 Degraded Line Faults 

Degraded line faults include two categories of degraded lines:  

 Reduced line speed: The line no longer supports the required line speed    

 Unstable Line: The supported line speed is unchanged but the line is losing 

synchronisation or has high errors  

11.4.8 Repair 

This refers to the actual process of isolating, resolving and closing the NGA VUA and 

Bitstream Plus service fault. 

11.4.9 Incident/Fault Notific ation  

The methods and processes by which an Operator / open eir can report a fault or i ncident:  

 UG Fault Reporting 

 Email only if UG unavailable . Email to wtm-wlr@openeir.ie  

Incident/fault notification cate gories: 

 Customer service affecting  

 Non customer service affecting  

Incident/fault notification types:  

 End User to Operator 

 Operator to open eir 

mailto:wtm-wlr@eircomwholesale.ie
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 open eir to Operator  

 

11.4.10  Trouble Ticket 

A trouble ticket is the mechanism by which all NGA faults will be recorded by the Operator . 

(See Appendix 9   Fault logging form  for use if the UG is not available ) 

11.4.11  Tier 1 Fault Analysis  

Tier 1 tests /  questions are the primary diagnosis that the Operator must conduct with the 

end user. These should be carried out while the end user is on the phone reporting the fault . 

A sample list is available in section 11.13 this list of questions is neither exclusive nor 

exhaustive. 

Operator s follow the industry agreed script (see Tier 1 and Tier 2  Structured questions , see 

section 11.13 and perform tests  / q uestions to screen out Tier 1 faults.15 

11.4.12  Tier 2 Fault Analysis 

Tier 2 tests / questions are the secondary diagnosis that the Operator technical help desk 

conducts . These tend to be more specialised faults then those which can be solved by Tier 1 

queries. 

Operator s follow the more detailed industry agreed script/structured questions (see Tier 1 

and Tier 2 questions in section 11.13), using appropriate ly skilled personnel and performs 

tests to screen out Tier 2 faults.16  

11.4.13  Level 1 Fault Management 

diagnosis in Section 10 together with Tier 1 and Tier 2 Fault Analysis. Level 1 Fault 

Management proves a fault into the open eir network. 

11.4.14  Level 2 Fault Management 

Level 2 Fault Management is the fault reporting, screening, repair and fault closure process.  

11.4.15  NGA and Fault Management Demarcation Points  

This defines the physical elements of the NGA VUA and Bitstream Plus service and defines 

 

                                                           

15Tier 1 diagnosis should not be limited to the Industry agreed scripts and tests. It should 

include gathering end user details, CPE details and all symptom fault details. There may be 

different levels of analysis within this tier but the analysis must be sufficient to allow further 

analysis by Tier 2.  

16 Tier 2 diagnosis should enable an Operator to state unequivocally that an incident / fault 

lies outside of their network.  
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11.4.16  Incident and Fault Management Contacts  

These are defined points of contacts within open eir and the respective Operator  

organisation.  

11.4.17  Escalation Guidelines  

Defines method for expediting the resolution of an incident/fault (see 11.11) 

11.4.18  Logging an NGA Fault where a PSTN line fault is present.  

This process allows NGA faults to be reported where a line fault is present. The line fault in 

this case can only impact the NGA VUA and Bitstream Plus service with the voice services 

continuing to operate as normal.  

 

11.5 FTTC Physical Demarcation Points and Fault Responsibilities 

In order to ensure correct and accurate incident/fault isolation the NGA VUA and Bitstream 

Plus service, demarcation points must be detailed .  

Physical demarcation points are the points identified as those where responsibility ends for 

one operator and begins for the other.  These are: 

 open eir FTTC Service termination point is the dual interface NTU/Splitter (end user 

premises).  

 In multi-dwelling units or business premises, the external open eir cable generally 

terminates in a distribution box or distribution point, in which case the 

end customer is responsible for providing and maintaining wiring between the open 

eir  

 open eir Service termination point (network side) is the local handoff to the Operator 

for VUA and the WEIL handoff point to the Operator for Bitstream Plus.  
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Fault Location  Responsibility 

End-Customer Level  open eir Operator  

Copper NTU  X  

Distribution Copper pair (Cabinet to NTU)  X  

Internal wiring beyond NTU.   X 

DSL Modem or Home Gateway   X 

Other CPE   X 

Service Provider  Level    

DSLAM associated equipment  X  

Operator Level    

Backhaul from the DSLAM  to the Operator 

site  

X  

Operator system   X 

Operator service   X 

Table 8. FTTC Repair Responsibilities 

 

11.5.1  

In the case where an Operator sends their technician to repair a non -RAP fault on their NGA 

this case can replace the NTU (otherwise report as RAP fault).  

The replacement of the NTU must be in accordance with the existing installation processes.  

 

 

11.6 FTTH Physical Demarcation Points and Fault Responsibilities 

In order to ensure correct and accurate incident/fault isolation the NGA VUA and Bitstream 

Plus service demarcation points must be detailed .  

Physical demarcation points are the points identified as those where responsibility ends for 

one operator and begins for the other.  These are: 

 open eir FTTH Service termination point is the Optical Network Terminal ( ONT) in the 

end user premises.  

 In multi-dwelling units or business premises, the external open eir fibre cable 

responsible for providing and maintaining fibre between the eircom distribution box 
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open eir Service 

termination point (network side) is the local handoff to the Operator for VUA and the 

WEIL handoff point to the Operator for Bitstream Plus.  

 

Fault Location  Responsibility 

End-Customer Level  open eir Operator  

Optical Network Terminating Unit 

(ONT)  

X  

Fibre NTU X  

Fibre Lead from Fibre NTU to ONT  X  

Internal wiring beyond ONT   X 

Other CPE   X 

Service Provider  Level    

GPON and  associated equipment  X  

Operator Level    

Backhaul from the OLT  to the 

Operator site  

X  

Operator system   X 

Operator service   X 

Table 9. FTTH Repair Responsibilities 

 

11.7 NGA Fault Reporting 

When an Operator reports a fault, t he CLI number is used for POTS based FTTC/FTTH fault 

reporting and the CRN is used for Standalone FTTC/FTTH. 

The VEA circuit ID is used when reporting a fault on the logical service for FTTC Bitstream 

Plus VEA. All faults on the physical service should be logged as an FNC.  

11.7.1 End User to Operator  

An end user reports a fault to the Operator.   

The Operator gathers the end user details and symptoms of the incident/fault as outlined in 

the industry agreed script (see Tier 1 and Tier 2 questions).   

The Operator proves the fault in/out of the ir network/service (agreed auditable test results 

available). If the fault is within their network/service it will be handled through their internal 

processes and resolved. If the fault is proved out of their network/service the fault can be 

logged on the UG. 
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11.7.2 Operator to open eir  FTTC 

11.7.2.1 Fault Reporting on POTS based FTTC NGA 

The fault logging process for POTS based NGA, requires Operators to confirm that a FTTC 

line fault only affects the NGA VUA / Bitstream Plus service. For FTTC, the question is as 

follows: 

 

present (CLI used).    

ault. The request will 

be rejected by the UG and the Operator should log the fault as a line fault. If the line 

is with another Operator, the NGA Operator should instruct the end user to contact 

their PSTN/SB-WLR Operator to log a fault.  

It is imperative that Operators adhere to this process thereby ensuring faults flow more 

efficiently within the open eir fault repair processes.  

 

Step (i)   The Operator completes Level 1 Fault Management and proves the fault out 

of its network  and CPE.  

Step (ii)   The Operator correlates the fault against network faults or incidents which 

open eir has raised as an external trouble ticket on UG via the Outage Alerts 

Tab (Section 11.7.6 below).  

Step (iii)   The Operator then raises an external trouble ticket on UG via the FNC order 

type (Fault on NGA FTTC).  In the event of UG unavailability the Operator 

raises an external Trouble Ticket (see form in Appendix 9  ).  The trouble 

ticket must contain Fault Symptoms (Section 11.7.2.4) and several mandatory 

questions (Section 11.7.2.3) must be answered. A text field for additional 

information including supporting test data, should also be completed. 

Failure to provide the mandatory information or complete contact details, 

will result in the trouble ticket being rejected.  

Step (iv)   open eir acknowledges receipt of the Trouble Ticket via UG status updates.  

Step (v)   open eir validates the Trouble Ticket and rejects or accepts the Trouble 

Ticket 

open eir will isolate, resolve and close the fault and notify the originating Operator.   

 

Please see Appendix 7  for some trouble shooting tips for the fault scenarios listed below.  

11.7.2.2 Fault Reporting on Standalone FTTC NGA 

The process for standalone NGA fault reporting is the same as for POTS based FTTC NGA 

except that there is no requirement to verify that the POTS service is operating normally.  
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11.7.2.3 Mandatory FNC Questions 

1) Was all appropriate CPE plugged in?  

2) Was the customer DSL modem switched on during diagnosis? 

3) Has the customer the correct CPE for their pro duct? 

4) Did the customer try rebooting their CPE?  

5) Was a Test Synchronisation carried out?  

6) Was DSL Profile Change investigated? 

7) Has a fault diagnosis been carried out?  

8) Is this a repeat fault?  

9)  

10) I  

 

11.7.2.4 FNC (FTTC) Fault Symptoms 

There are a number of different fault types that can be logged by the Operator to open eir 

on the UG using the Fault on NGA FTTC (FNC) Order. One fault symptom  should be selected 

on an FNC fault report . Table 10 below is a sample list of faults .  

 

Code Description  TSN TPN TLN 

366 Low Speeds to Customer P P P 

368 Intermittent Drops  P P  

369 Errors P P P 

394 No Synchronisation  P  P 

397 Fluctuating  speeds P P P 

400 External Wiring P  P 

412 Multicast Unavailable  P   

413 Install fail  P   

414 NTU / eircom internal wiring up 

to NTU  

P   

Table 10: FTTC NGA Fault Report codes and Mandatory Tests  

 

1) 413: Install Failed  has no sync. DSL has never worked and the DSL light on 

the modem is RED. This fault code should be used for Early Life Faults 

2) 366: Low Speeds to Customer  there is sync but the actual line speed is very 

slow. The DSL light on the modem is GREEN. A TPN (performan ce test) is a 

mandatory test for this fault report code.  
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3) 368: Intermittent Drops   DSL sync is dropping intermittently. The DSL 

service is dropping intermittently and the DSL light on the modem is flashing.  

4) 369: Errors  TPN orders (Test Performance for NGA) shows a high level of 

errors with degraded performance.  A TPN is a mandatory test for this fault 

report code.  

5) 394: Loss of Service  No Synchronisation.  The DSL service was working but 

has lost sync. The DSL Synch light on the modem is generally RED. A No 

Synchronisation (394) fault report will be rejected if the Synch Test shows 

the status as Active. 

6) 397: Fluctuating Speeds  the NGA line speed is varying abnormally.  

7) 400: External wiring  the copper pair from the open eir cabinet to the NTU is 

either degraded or faulty.  A Line test (e.g. SELT or MELT)  has been 

completed to verify this fault.  

8) 412: Multicast Unavailable. Multicast has failed to a single end user but is 

available to other end users served from the same cabinet. Multicast has 

been provisioned for the end user and the logical connectivity is in place 

(BPM&BPE /VAM).  

9) 414 NTU / open eir internal wiring up to NTU - The NTU is either faulty or the 

internal wiring on the open eir side of the NTU is damaged. Note that t his 

does not include any wiring on the end -  The operator 

must book an appointment (BA Order) for a customer site visit by an open 

eir technician , when using the 414 fault report code. 

 

11.7.3 Operator to open eir  FTTH 

11.7.3.1 Fault Reporting on POTS based FTTH NGA 

For FTTH lines, POTS and broadband line faults are treated independently and there is no 

requirement for the NGA Operator to confirm that POTS service is operating normally. The 

CLI number is used for reporting NGA faults. 

Step (i)   The Operator completes Level 1 Fault Management and proves the fault out 

of its network and CPE.  

Step (ii)   The Operator correlates the fault against network faults or incidents which 

open eir has raised as an external trouble ticket on UG via the Outage Alerts 

Tab (Section 11.7.6 below).  

Step (iii)   The Operator then raises an external trouble ticket on UG via the FNH order 

type (Fault on NGA FTTH).  In the event of UG unavailability the Operator 

raises an external Trouble Ticket (see Form in Appendix 9  ).  The trouble 

ticket must contain Fault Symptoms (Section 11.7.3.2.2) and several 

mandatory questions (Section 11.7.2.3) must be answered. A text field for 

additional information should also be completed. Failure to provide the 

mandatory information will result in the trouble ticket being rejected.  
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Step (iv)   open eir acknowledges receipt of the Trouble Ticket via UG status updates.  

Step (v)   open eir validates the Trouble Ticket and rejects or accepts the Trouble 

Ticket 

open eir will isolate, resolve and close the fault and notify the originating Operator.   

Please see Appendix 8  , for some trouble shooting tips for the fault scenarios listed below.  

11.7.3.2 Fault Reporting on Standalone FTTH NGA 

The process for standalone NGA fault reporting is th e same as for POTS based FTTH NGA 

except that the CRN number is used for reporting NGA faults.  

11.7.3.2.1 Mandatory FNH Questions 

1) Was all appropriate CPE plugged in?  

2) Was the customer ONT switched on during diagnosis? 

3) Has the customer the correct CPE for their product ? 

4) Did the customer try rebooting their CPE (Home -gateway) and ONT? 

5) Was a Test Synchronisation carried out?  

6) Has a fault diagnosis been carried out?  

7) Is this a repeat fault?  

8)  

9)  

 

 

11.7.3.2.2 FNH (FTTH) Fault Symptoms 

There are a number of different fault types that can be logged by the Operator to open eir 

on the UG using the Fault on NGA FTTH (FNH) Order. A maximum of five fault symptoms can 

be selected on an FNH fault report . Table 11 below is a sample list of faults .  
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Code Description  TSN TPN 

413 Install fail  P  

366 Low Speeds to Customer P P 

368 Intermittent Drops  P P 

369 Errors P P 

378 Power Light Off P  

379 PON Light Off P  

380 PON Light Flashing P  

381 Loss of Signal (LOS) Light On 

Permanently  

P  

382 Loss of Signal (LOS) Light 

Flashing 

P  

386 ONT not responding  P  

407 Fibre Wall Outlet  P  

412 Multicast Unavailable  P  

Table 11. FTTH NGA Fault Report Codes and Mandatory Tests  

 

1) 413: Install Failed  the service has never worked. This fault code should be 

used for Early Life Faults 

2) 378: Power Light Off  the ONT is not powered up.  

3) 379: PON Light Off - Loss of Optical Signal in ONT 

4) 380: PON Light Flashing  ONT has an optical signal but has not 

synchronised to the OLT 

5) 381: Loss of Signal (LOS) light on permanently (RED)  the optical signal has 

been lost  

6) 382: Loss of Signal (LOS) light flashing (RED) on ONT - the optical power is 

too low or the OLT detects that the device is a rogue ONT.  

7) 386: ONT not responding  Power connected to ONT and switched on but 

not responding.  

8) 407: Fibre Wall Outlet   the open eir supplied internal fibre or the fibre wall 

socket has been visibly damaged.  

9) 412: Multicast Unavailable. Multicast has failed to a single end user but is 

available to other end  users served from the same cabinet. Multicast has 

been provisioned for the end user and the logical connectivity is in place 

(BPM&BPE /VAM).  
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11.7.4 Operator to open eir  FTTC Bitstream Plus VEA 

11.7.4.1 Fault Reporting on FTTC Bitstream Plus VEA 

Faults  on the logical  service for the FTTC Bitstream Plus VEA product will be logged on the 

UG as Data Product Faults using the FDC order type. They will be logged using the VEA 

circuit ID returned to the Operator on the order completion notification  

 

11.7.5 Fault Validation Hours 

Fault reports can be raised 24/7 via the UG. Fault reports (FNC/FNH / FDC) affecting single 

end users will be validated Monday to Friday from 0900hrs to 1730hrs, excluding public 

holidays. Individual end user faults reported outside of these hours will be stored for 

validation and resolution until the start of the next working day.  

 

11.7.6 open eir to Operator s 

11.7.6.1 Unplanned Outages  

open eir raises an external trouble ticket on UG via the Outage Alerts Tab to notify relevant 

Operators of a major fault or incident.   

In the event of Unified Gateway unavailability, open eir notifies the Oper ator of the fault 

details electronically by email.  

The outage alert will be regularly updated by open eir until resolution of the fault where 

clear details will be provided. An historic record of the Outage will be stored on the UG for 3 

months after the f ault has been cleared.  

11.7.6.2 Planned Maintenance Outages 

It is recognised that planned maintenance work is a regular and normal occurrence, and 

that this section refers only to planned maintenance work which directly affects NGA 

Service.  However planned mainte nance outages on WEIL circuits are proper to the WEIL 

Industry Process Manual17 and are not covered by this document.  

An Operator will be notified of a ny planned maintenance work which may result in the 

temporary interruption of any of the NGA Bitstream Plus or VUA Services.   

The notification for planned works shall be made to an Operator by e -mail using the 

Outage  Appendix 10  ). open eir will issue a reference number for 

all planned works.  

Maintenance outages are planned and notified well in advance and are performed, under 

normal situations, within Preferred Hours as described below.  

Preferred Hours: 00:01  06:00 

                                                           

17 The latest version is available at www.openeir.ie 
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When these hours are not practicable and for certain categories of planned work e.g. for 

urgent fault investigations, relaxation of the preferred hours and notification period may 

apply. This shall be decided on a per case basis. 

 

The minimum advance notif ication for service outages due to normal Planned Maintenance 

is 5 working days , although  open eir will endeavour to provide 10 working  of 

normal planned maintenance outages . 

 

Having been notified of planned maintenance an Operator must review  and respond to the 

proposal within 3 working days of receipt.  

On completion of the Planned Maintenance work open eir will notify an Operator that the 

work was completed as planned within 1 working day of the planned completion time, by 

emailing the comple ted Notification of  Outage  form. 

 

11.7.7 Fault Reporting  Core 

All Core faults should be logged by an Operator via the Unified Gateway (UG)  with 

reference to the UG fault reporting process for NG N Core Faults and the WEIL Industry 

Process Manual, the latest version of which is available at www.openeir.ie. 

Core NGA faults can be reported on UG using the FDC order (Fault on Data Circuit) against 

Plus Multicast, 

Bitstream Plus Exchange, VUA Access or VUA Multicast connection as appropriate. 

Cabinet faults should be reported against the unicast logical circuit number (BPU/VAU) for 

the associated exchange. Network faults outside of office hours may i n addition be notified 

by email to the OLOdesk@eircom.ie  

The status of a fault can be tracked throughout its lifecycle via the UG web GUI by an 

Operator. Only those faults relating to an Operator will be visible to  them. 

The FDC Order is for core faults and for faults on the FTTC Bitstream Plus product. It is not 

valid for individual end user faults.  

 

http://www.eircomwholesale.ie/
mailto:OLOdesk@eircom.ie
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Figure 12 UG Screenshot for Reporting Fault on Multicast  

 

11.7.8 Peer to Peer Communication for Critical Faults  

In general all faults should be reported via the UG. However for critical core network faults 

(NOC) may in addition contact the open eir SMC (Service Management Centre) directly. For 

example an open eir 

critical fault but a fault on a single cabinet would not be.  

 

11.8 Repairs  

If a fault that has been raised  is found not to be in the open eir network, then open eir

standard terms and conditions regarding recovery of costs for reported faults found not to 

be in its network shall apply.   

 

11.8.1 Booking of Repair Appointments through the  UG 

 

For certain fault scenarios, Operators will be able to book a fault appointment on -line 

through UG for a site visit from an open eir technician.  

 

This will occur for example, when an open eir field technician has already attended to this 

logged fault and has set the fault to Pending Clear with a clear code of 003, site visit 

required. Operators will be informed that a site visit is required through the existing process 

of UG alerting the operator with this notification. When the Operator receives this 

noti fication they can then log an appointment on UG for the site visit using the Book 

Appointment BA order. UG will create an appointment for the fault by the Operator selecting 

the appointment slot from the following options.  

 












































































































































































